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Introduction

The number of images including remote sensing data, mammograms, CAT scans, NMR's,

fingerprints, commercial radar, etc., generated daily in both the public and the private sector is

increasing dramatically. Digital scanners and other devices are used to convert these images to

digital arrays allowing them to be represented on a computer. Furthermore, digitized images are

transmitted over various channels of communication and stored on computers and other mass

storage devices, such as CD's and external disks. Storage and transmission of such data requires

large capacity and/or bandwidth that can be cost prohibitive. Hence, full and timely utilization of

this large database of images requires efficient storage and retrieval. Image compression where

an image can be stored in 5% or less of its original size with no loss of essential information has

had a great impact on these problems.

In image processing systems, frequently a problem arises when images taken at different

times, by different sensors, and/or from different viewing points need to be compared. These

images need to be aligned with one another in order to detect the differences between them. A

similar problem occurs when searching for a template or prototype in another image. The proper

alignment between the image and the template must be found in order to obtain the optimal

match for the template. Such problems can be solved by methods that perform image

registration. For performing registration, a transformation must be obtained to relate the ground

control points (features in the image that are employed for registration) in one image to their

corresponding points in the other image.

During future earth and space missions large amounts of remotely sensed data with

diverse temporal, spatial and spectral components will be obtained. Hence, the need for fast,

accurate, and reliable compression and registration techniques will grow increasingly. As a

consequence, during the first two years of this contract, KT-Tech's NASA COTR directed KT-

Tech to the area of registration of such data.
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During the second year of contract, the COTR directed KT-Tech to lead the task of

porting the RVC software system ( which included the major modules of user interface, ingest,

planner/scheduler/dispatcher and its curator submodule, and database) from the original HP

environment to a more generic SUN UNIX environment. Since KT-Tech had developed core

expertise in software prototyping, test and evaluation, the COTR utilized KT-Tech in the trusted

high-level position to comprehend the system design, overall logic of the RVC system, and to

ensure the robustness of the modularized system for porting to numerous environments. The KT-

Tech document "RVC Software Module Improvement Report" (in Appendix A) which specified

the requirements for the porting activity in the context of the entire RVC system, was evaluated

by the COTR as an important and pivotal initial document for the RVC documentation of

requirements and specifications. By September 1997, KT-Tech successfully completed the initial

porting onto a SUN environment, and this accomplishment was announced with a technical

briefing at the NASA/Goddard Code 935 RVC Workshop. KT-Tech continued porting the

software modules as new versions became available, and prepared the interfaces for potential

porting to SGI UNIX, Windows NT and LINUX systems which the government was considering

for potential future environments.

In the following sections, yearly contract performance, the results obtained and the

analysis of the results will be presented.
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Contract Performance and Analysis of the Results Obtained During Year 1

Employing satellite imagery, during the period April 18 - April 30, 1995, KT-Tech began

investigating the application of the morphological image operators for feature extraction and the

application of wavelet techniques for compression and registration of multi sensor data.

As a part of its contract deliverable with NASA, during the period May 1 - May 31, 1995,

KT-Tech implemented the Lerner Algebraic Edge Detector (LAED) on a massively parallel

computer, e.g. MasPar MP-1. The algorithm was applied to satellite imagery and the quantitative

analysis of the results obtained by the LAED and other conventional edge detection algorithms,

such as Sobel and Prewitt edge detectors, were performed.

During the period June 1 - June 30, 1995, KT-Tech implemented, as a part of its contract

deliverable with NASA, the Lemer Algebraic Edge Detector (LAED) on its Sun Sparc IPX

workstation in order to perform the analysis of the remote sensing data obtained from NASA

locally. In addition to the LAED, conventional edge detectors such as Sobel and Prewitt edge

detectors were realized on the Sun Sparc IPX workstation for comparison purposes. The

algorithms were applied to composed imagery (Hannah with Hat) and satellite imagery (Pacific

Northwest) and a comparative analysis of the results obtained by the LAED and the other

conventional edge detection algorithms, Sobel and Prewitt edge detectors, were performed.

In Figures 1-4, the original Pacific Northwest image, and the results obtained by applying

the LAED, Sobel, and Prewitt edge detectors to that image are illustrated.

As a part of its contract deliverable with NASA, during the period July 1 - July 3 l, 1995,

KT-Tech developed a registration scheme that relates the ground control points in one image to

their corresponding points in the other image in the following manner: KT-Tech developed a

rotation algorithm that rotates the preprocessed input image by a given angle fi and a cross-

correlation algorithm that measures the similarity between the preprocessed and rotated input
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Figure 1.PacificNorthwest(original)
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Figure 2. Pacific Northwest (LAED/thresholded)
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Figure3. PacificNorthwest(Sobeledgedetector/thresholded)
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Figure 4. Pacific Northwest (Prewitt edge detector/thresholded)
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image, and the preprocessed reference image. The cross-correlation between the preprocessed

input and reference images is computed for a sequence of rotation angles (0 °..... 90 _) and the

actual angle of rotation is determined by the highest cross-correlation value. KT-Tech compared

the performances of the LAED, Sobel, and Prewitt edge detectors within this registration scheme

by preprocessing a reference Pacific Northwest image and an input image that is the rotated

version of the reference image by a given angle, 0=18 ° by these edge detectors to extract the

most significant information in these images.During the same period, KT-Tech developed on its

Sun Sparc IPX workstation image enhancement techniques, such as histogram equalization and

median filtering, to utilize in conjunction with edge detection operators.

During the period August 1 - August 31, 1995, KT-Tech started investigating

multiresolution approaches, in particular the wavelet decomposition technique, to reduce the size

of the images to be utilized in the registration process, and consequently, to decrease the time

required for computations. KT-Tech also started studying Khoros 2.0 Scientific Software

Development Environment for code development.

During the period September 1 - September 30, 1995, KT-Tech continued investigating

the wavelet decomposition technique in the context of registration. KT-Tech started constructing

a decomposition algorithm based on the Discrete Wavelet Transform (DWT). KT-Tech also

installed Khoros 2.0 on its Sun Sparc IPX workstation in order to locally access the direct

manipulation graphical user interface design tool, standardized user interface and documentation,

automatic code generation, and interactive configuration management facilities provided by

Khoros. In addition, KT-Tech implemented on its Sun Sparc IPX workstation the morphological

operators, dilation and erosion, as alternative feature extraction techniques to edge detection

operators.

As a part of its contract deliverable with NASA, during the period October 1 - October

31, 1995, KT-Tech completed the development of its DWT-based decomposition algorithm.

Utilizing this algorithm, KT-Tech decomposed the Pacific Northwest image into its low-low
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Figure 5. Low-low components of the Pacific Northwest image for the first 4 levels.
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(LL), low-high (LH), high-low (HL), and high-high (HH) components for 4 levels. Depending

on the application and the type of significant features in the image, one or more of these

components contain valuable information on the image that can be employed in the registration

process. In addition, KT-Tech continued studying Khoros 2.0 Scientific Software Development

Environment.

In Figure 5, the decomposition of the Pacific Northwest image into its LL components for

the first 4 levels is illustrated.As a part of its contract deliverable with NASA, during the period

November 1 - November 30, 1995, KT-Tech continued investigating the wavelet decomposition

technique in the context of registration. After constructing a decomposition algorithm based on

the Discrete Wavelet Transform (DWT), KT-Tech applied edge detection algorithms to wavelet

decompositions of remote sensing imagery in order to extract the most significant features in the

imagery.

Wavelet decomposition of an image results in four components which are called Low-

Low (LL), Low-High (LH), High-Low (HL), and High-High (HH). One or more of these

components may contain valuable information on the image that can be employed in the

registration process depending on the type of significant features in the image. To complement

Dr. Jacqueline LeMoigne's work where she utilizes the LH and HL components of the wavelet

decomposition of an image, KT-Tech decided to employ the LL component of the wavelet

decomposition of remote sensing imagery. KT-Tech applied its Lerner Algebraic Edge Detector

(LAED), Sobel edge detector and Prewitt edge detector to the LL component of the wavelet

decomposition of remote sensing imagery.

As a part of its contract deliverable with NASA, during the period December 1

December 31, 1995, KT-Tech constructed a decomposition algorithm based on the Discrete

Wavelet Transform (DWT) to obtain the wavelet decomposition of remote sensing imagery

resulting in four components which are called Low-Low (LL), Low-High (LH), High-Low (HL),

and High-High (HH). For the first four levels, KT-Tech applied edge detection algorithms, KT-

PROPRIETARY

© KT-Tech, Incorporated
10 10/30/98



Figure 6. LL components of the Pacific Northwest (LAED/thresholded)
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Figure 7. LL components of the Pacific Northwest (Sobel edge detector/thresholded)
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Figure 8. LL components of the Pacific Northwest (Prewitt edge detector/thresholded)
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Tech's Lerner Algebraic Edge Detector (LAED), Sobel edge detector and Prewitt edge detector,

to the LL components of the wavelet decompositions of remote sensing imagery in order to

extract the most significant features in the imagery. In Figures 6-8, the results obtained by

applying the LAED, Sobel, and Prewitt edge detectors to the LL components of the original

Pacific Northwest image are illustrated.KT-Tech's LEAD, yielded the best results in terms of the

extraction of the domain independent features such as boundaries and edges. The application of

the LEAD resulted in continuous lines along the edges which are one pixel wide, whereas the

Sobel and Prewitt edge detectors yielded disconnected lines which are two or three pixels wide.

As the next step in its investigation, KT-Tech utilized a variation of the registration

technique described previously in order to compare the results obtained by the LAED, Sobel, and

Prewitt edge detectors. Setting the precision for the angle of rotation 0 to 8=2 °, KT-Tech started

with the lowest resolution LL component (n=4) to determine an approximate value for the angle

of rotation, 04. The angle of rotation, 0, was then computed in the following manner:

n=4 0 ° -< 04 -< 90 °

n=3 04 - 16 ° < 03 < 04 -k- 16 °

n=2 03 - 8 ° -< 0 2 _ 0 3 + 8 °

n=l 02-4 ° <01-<02+4 °, whereOl=O.

For the Pacific_NW image with LAED, the successive approximation method yielded:

n=4 0 °<0<90 ° => 0=12 °

n=3 -4 °<0<28 ° => 0=13 °

n=2 5°_<0<21 ° => 0=15 °

n=l 11°_<0<19 ° => 0=18 ° (actualO=18 o)
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For the Pacific_NW image with Sobel edge detector, the successive approximation

method yielded:

n=4 00<0___90 ° => 0=2 °

n=3 -14 °<0<18 ° => 0=10 °

n=2 2 °<0<18 ° => 0=10 °

n=l 6°<0<14 ° => 0=11 o (actualO=18 °)

For the Pacific_NW image with Prewitt edge detector, the successive approximation

method yielded:

n=4 0 °<0<90 ° => 0=1°

n=3 -15 °_<0_<17 ° => 0=5 °

n=2 -3 °<0<13 ° => 0=7 °

n=l 3 °_<0<11 ° => 0=8 ° (actualO=18 °)

During the period, January 1 - January, 1996, KT-Tech obtained the exclusive-or values

for individual angles of rotation and plotted them. The plots peaked at the indicated values for

the angle of rotation for each of the edge detectors. However, the peak value was not

distinctively different from the other values.

During the same period, KT-Tech composed a research article based on the techniques

developed and the results obtained to be submitted to a conference on image processing.

Employing satellite imagery, during the period February 1 - February 29, 1996, KT-Tech

continued investigating the linear wavelet decomposition technique in the context of registration.

KT-Tech also started looking into the nonlinear wavelet compression technique as an alternative

registration technique for multi temporal and/or multi sensor data.
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Thenonlinearwavelet-basedcompressiondiffers from the linearwaveletcompressionin

that someof the waveletcoefficientsarekept for all levelsof the waveletdecompositionin the

formerwhereasall waveletcoefficientsarekept for up to a predeterminedlevel of the wavelet

decompositionin the latter. Consequently,the nonlinearwavelet compressionproduceshigher

compressionratiosandeliminatesmoreredundancyfrom theuncompressedimage.This feature

seemsto be quiteuseful in thecontextof registrationsincetheuseof only the most significant

features(controlpoints)reducesthecomputationtime andthenumberof falsepeaksin thepixel

histogram.

During the sameperiod, KT-Tech also employedcross-correlationas an alternative

similarity metric in addition to the exclusive-oroperationin its linear wavelet decomposition

basedregistrationalgorithmsince the exclusive-oroperationdid not producevery distinctive

peaksindicatingtheactualangleof rotation.

As a part of its contractdeliverablewith NASA, during theperiodMarch 1- March 31,

1996,KT-Yechstartedrefining it linearwaveletdecompositionbasedregistrationtechnique.KT-

Tech also continuedstudyingthe nonlinearwavelet compressiontechniquein the context of

registration.

KT-Tech had been investigatingvarious image processingtechniquesto solve the

potentialproblemsthatmaybeintroduceddueto thefact thatthesimilarity metricsemployedfor

a given rangeof anglesproducea pixel histogramthat doesnot exhibit any sharppeaksto

indicate the exact angle of rotation. In its investigation, KT-Tech determinedthat certain

morphologicaloperatorswould extractthe significantfeaturesin the input andreferenceimages

that might enhancethe performanceof the registrationprocessby improving the computing

speedandproducingasharperpeakin thepixel histogram.

Basedon its thoroughresearchonmorphologicalimageprocessing,KT-Tech concluded

that amongthe morphologicaloperationsbasedon erosionand dilation, openingand closing

were themost well-suitedonesfor preprocessingimagesfor the purposesof registration.Thus

PROPRIETARY
©KT-Tech,Incorporated

16 10/30/98



KT-Tech implementedthe openingandclosingmorphologicaloperationson its SunSparcIPX

workstation.

During the sameperiod, KT-Tech also continued investigating the nonlinear wavelet-

based compression in the context of registration. KT-Tech studied research articles written in this

area to find a quantitative measure which would describe the complexity in the structure of the

images to be registered. This quantitative measure could be utilized to develop a thresholding

strategy that would retain only certain wavelet coefficients producing an optimal compression

that would vary with the complexity of the image.

During the period April 1 - April 30, 1996, KT-Tech utilized the opening and closing

morphological operations as an intermediate step following the linear wavelet decomposition and

prior to LEAD. The preliminary results indicated that the number of redundant features in the

images preprocessed by the opening and closing operations were reduced significantly and only

the most significant features are retained.

Figures 9 and 10 show the resulting images when the Pacific Northwest image is

preprocessed utilizing the closing and the opening morphological operators prior to the

application of the LAED, respectively.

During the same period, KT-Tech started taking the preliminary steps in incorporating

the linear wavelet-based decomposition algorithm, the opening and closing morphological

operations and the LAED into KT-Tech's algorithm for registration by successive

approximation.

In addition to its wavelet-based registration algorithm, KT-Tech was also assigned

another method that uses a wavelet-based point feature extraction algorithm to select distinct and

consistent point features across images. This method incorporates local statistical information of

the image intensity to locate point features in multi resolution contour maps generated using the

wavelet transform.
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Figure 9. The original Pacific Northwest image processed by the closing morphological

operator and the LAED.
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Figure10.TheoriginalPacificNorthwestimageprocessedby the opening morphological

operator and the LAED.
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KT-Tech's performanceand the results it obta{ned during the first year of the contract can

be summarized as follows:

Automated registration of images is a nontrivial problem. Registration can be viewed as a

combination of four components: i) feature space, ii) search space, iii) search strategy, and iv)

similarity metric. The feature space, i.e., the set of characteristics or ground control points that

are to be inferred from the input and reference images to perform registration, is one of the most

important components of registration. These ground control points must contain the most

significant information on the images. Hence, by removing the redundancy present in the images

while preserving only the most relevant information, registration process becomes

computationally less intensive.

KT-Tech started to utilize morphological and algebraic image operators for extracting

domain-independent and shape-related rather than brightness-related features, such as boundary

extraction and delineation, as well as recent discoveries (wavelet techniques) in image

processing to develop fast algorithms and registration of digitized images. Hence, as a

preprocessing step, KT-Tech started to employ robust feature extraction techniques for obtaining

well-defined ground control points.

KT-Tech's investigation illustrated that the performances of Sobel and Prewitt edge

detectors were very similar. The LEAD, however, yielded the best results in terms of the

extraction of the domain independent features such as boundaries and edges. The application of

the LEAD resulted in continuous lines along the edges which are one pixel wide, whereas the

Sobel and Prewitt edge detectors yielded disconnected lines which are two or three pixels wide.

For registration, it is desirable to have continuity along the edges, as well as lines that are

as narrow as possible. Hence, it was anticipated that the LAED would perform within a

registration scheme better than the other conventional edge detectors, Sobel and Prewitt.
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The next step in KT-Tech's investigation was the comparison of the LAED, Sobel, and

Prewitt edge detectors within the registration scheme described in the previous section. A

reference Pacific Northwest image and an input image that was the rotated version of the

reference image by a given angle, 0=18 °, were preprocessed by the LAED, Sobel, and Prewitt

edge detectors to extract the most significant information in the images.

KT-Tech then applied the registration scheme described in the previous section to the

preprocessed reference and input images. The performance of the LAED was superior to that of

the Sobel and Prewitt edge detectors.

KT-Tech's investigation illustrated that the registration of two preprocessed images in the

spatial domain is a very difficult problem because of their sizes. The registration of two 512 x

512 images was computationally very intensive although the images were preprocessed to

remove the redundancy and to preserve only the most significant information. Hence, the

computations that needed to be performed for registration were very time consuming.

Since the application of the registration scheme to the original image and its rotated

version did not yield satisfactory results, as the next step, KT-Tech started investigating

multiresolution approaches, in particular, the wavelet decomposition technique.

The next step in KT-Tech's investigation was the application of the LAED, Sobel, and

Prewitt edge detectors to wavelet decompositions of the reference and input images. KT-Tech

showed that the LAED performes within this registration scheme better than the other

conventional edge detectors, Sobel and Prewitt, since it produces continues lines that are one

pixel wide along the edges and it preserves the most significant information on the image. LEAD

was able to indicate the actual angle of rotation, whereas the results obtained by Sobel and

Prewitt edge detectors were unacceptable.

Registration of two images by the successive approximation method based on the wavelet

decomposition method was very time efficient and computationally less intensive than the
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registration of the two images in the spatial domain. However, the use of the exclusive-or

operation as the similarity metric did not produce very distinctive peaks.

The smoothness of the pixel histogram was due to the fact that at any given resolution

level, the number of pixels corresponding to features in the images, i.e., the pixels that were non-

zero, was relatively high. In addition, the input and the reference image were thresholded at each

resolution level resulting in pixel values that were either 0 or 255. As a consequence, the cross-

correlation as well as the exclusive-or values tended to be similar for any given angle since the

values of the pixels at the corresponding locations of the reference and the input images could be

the same even if those pixels did not represent the same location in both images.

Therefore, KT-Tech started investigating image processing methods that would reduce

the redundancy in the images while preserving only the most significant features. Based on its

research, KT-Tech concluded that the morphological operations opening and closing would

accomplish this task.

The opening operation is obtained by an erosion followed by a dilation. The closing

operation is the dual of the opening operation and is obtained by a dilation followed by an

erosion. Erosion is a shrinking operation, whereas dilation is an expansion operation. The two

most important properties of erosion and dilation operations are that they are translation

invariant, i.e., a translation in the object causes the same shift in the result, and they are not

inverses of each other. Thus, opening and closing operations derived from erosion and dilation

operations could be utilized in a way which would improve the performance of KT-Tech's linear

wavelet decomposition based registration algorithm.

The opening operation smoothes contours, suppresses small islands and sharp caps of the

input image. The closing blocks up very narrow channels and thin lakes. Hence, they are perfect

candidates for removal of redundancy from the input and reference images.
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Contract Performance and Analysis of the Results Obtained During Year 2

As a part of its contract deliverable with NASA, during the period May 1 - May 31, 1996,

KT-Tech integrated the opening and closing algorithms that had been implemented on its Sun

Sparc Workstation into its registration algorithm. KT-Tech showed that the opening and closing

algorithms help improve the performance of the image preprocessing step by removing

redundancy from the input and reference images while retaining only the most significant

features.

KT-Tech also submitted an abstract for a paper entitled "Registration of satellite imagery

utilizing the low-low components of the wavelet transform" to SPIE's Applied Imagery Pattern

Recognition '96 Workshop which would be held in "Cosmos Club," Washington, D.C., in

October 1996.

During the same period, KT-Tech continued studying Khoros 2.0 Scientific Software

Development Environment since the registration methods developed by the members of the

registration group headed by Jacqueline Le Moigne would be integrated to obtain a Khoros-

based toolbox of automatic geo-registration methods.

As a part of its contract deliverable with NASA, during the period June 1 - June 30, 1996,

KT-Tech started studying a registration technique, proposed by Li and Zhou, utilizing wavelet

transform and edges. This technique can be applied to multi-sensor data with discrepancy in their

gray scale characteristics.

This wavelet-based point feature extraction method selects distinct and consistent point

features across images. This algorithm overcomes the difficulty of registering multi-sensor data,

such as visual/IR imagery, particularly due to the discrepancy in their gray-scale characteristics.

It utilizes the local statistical information of the image intensity to locate point features in multi-

resolution contour maps generated using the wavelet transform.
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During the sameperiod, KT-Tech volunteeredto present a poster entitled "Multi-

resolutionGeo-registrationof RemoteSensingImagery Employing the Wavelet Transform"

basedon its imageregistrationwork in Jim Tilton's Atrium Teasand PostersSessions.The

poster was displayedin the south-westatrium of Building 28 on June 13, 1996. KT-Tech

personnelwasavailableat that locationfrom 3:00pm to 4:00pm to answerthequestionsby the

guests.Theposterreceivedapositivereactionfrom theguests.

During this period, KT-Tech starteddebuggingits automatedregistrationalgorithm in

order to ensure a problem-free operation after its incorporation to the automatedimage

registrationtoolbox that is being developedunder the direction of Dr. Le Moigne. KT-Tech

discussedwith Dr. Le MoigneandWei Xia possibleGraphicalUser Interface/WindowLayouts

appropriatefor KT-Tech'sregistrationalgorithm.

In addition, KT-Tech startedplanning its input to a paper that will be written by the

membersof theregistrationgroupbasedon thecomparisonof methodsdevelopedandtheresults

obtained.

As a partof its contractdeliverablewith NASA, during theperiodJuly 1 - July 31, 1996,

KY-Techcontinuedenhancinganddebuggingits registrationalgorithm.

KT-Tech implementedan adaptive thresholdingmethod that utilizes image-specific

thresholdvalues.Thisalgorithmsetsapredeterminednumber,e.g.15%, of thepixelshavingthe

highestgray-levelvalue to 255 and the remainingpixels to 0. This methodensuresthat the

numberof pixels thatarenon-zeroremainsconstantfor all edgedetectionmethodsincluding the

LAED and Sobel edgedetector.As a consequence,comparisonof the performanceof edge

detectionmethodsbecomesveryconvenient.

KT-Tech's LAED andotherimageprocessingalgorithmshadbeenimplementedon KT-

Tech'slocal SunWorkstationemployingX-Windows Widgets.KT-Techhadbeenrewriting the
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LAED andits otherimageprocessingalgorithmsin orderto obtaintheir platform-and compiler-

independentversions.

In addition, KT-Tech learnedthat its image registrationpaperhad been acceptedto

SPIE'sApplied ImageryPatternRecognition'96 Workshop.

As apartof its contractdeliverablewith NASA, during theperiodAugust 1- August30,

1996, KT-Tech completed implementingits image registrationalgorithm basedon wavelet

decompositionandsuccessiveapproximationmethod.

During this period,KT-Tech interfacedits existingalgorithmsand starteddebuggingits

automatedregistrationalgorithmin orderto ensureaproblem-freeoperationafterthe integration

into the registrationtoolkit. However,a problemaroseduring implementation:the integrated

programdid notperformsatisfactorily,althoughtheprogramsindividually ransuccessfully.

During this period, KT-Techdiscussedwith Dr. Le Moigne andWei Xia anappropriate

Khoros-basedGraphicalUser Interface(GUI) with four windows for KY-Tech's registration

algorithm: i) the input image, ii) the referenceimage, iii) a text window for messages,e.g.,

current level, current x-size and y-size, etc., and iv) the output image. Since KT-Tech's

algorithmexistedasa singleC programwith subroutines,the only changesthat would haveto

performedin orderto obtaintheKhorosversionwould be the onespertainingto datainput and

output.

As a part of its contract deliverablewith NASA, during the period September1 -

September31, 1996, KT-Tech completedthe implementationand debugging of its image

registrationalgorithmbasedon wavelet decompositionand successiveapproximationmethod.

By themiddleof this period,KT-Techcompletedfixing thebugsin theprogram.

KT-Tech then deliveredthe integratedprogramto NASA by the middle of September.

Dr. Le Moigne installedthe programs,headerfiles, andlibraries to the anonymousftp site on
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"cesdis". KT-Tech recompiled its programs, and tested them. KT-Tech also uploaded its

registration code to its "nibbles" account and recompiled them.

As a part of its contract deliverable with NASA, during the period October 1 - October

31, 1996, KT-Tech started testing its registration algorithm utilizing some of the test images

from Dr. Le Moigne's anonymous ftp site including the Pacific_Northwest, Hannah_with_Hat,

and Grid images. KT-Tech's algorithm successfully registered those images.

At the beginning of this period, Wei Xia started porting KT-Tech's registration algorithm

to the Khoros environment.

Also at the beginning of this period, KT-Tech started working on the presentation of its

paper in the SPIE/AIPR Conference on October 16, 1996 and prepared the viewgraphs for the

presentation. KT-Yech presented its SPIE/AIPR paper in Bob Cromp's session entitled "Image

Mining" and received a positive feedback from the audience.

During this period, KT-Tech prepared a document briefly explaining its registration

algorithm which would be incorporated into a larger document containing the algorithms

developed by the other members of the Registration Group and would be utilized when applying

for NASA as well as outside funding.

During this period, KT-Tech also started working on a paper on image registration

utilizing the non-linear wavelet transform which would be presented at the SPIE Conference on

Wavelets in Orlando, Florida. KT-Tech submitted an abstract of the paper to Dr. Harold Szu who

would chair the session.

As a part of its contract deliverable with NASA, during the period November 1

November 30, 1996, KT-Tech continued working on its registration paper that would be

presented during SPIE's Conference on Wavelets in Orlando, Florida, in April 1997. This paper

contained KT-Tech's initial research and results in the area of image registration utilizing

nonlinear wavelet transformation.
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During this period, KT-Tech also talked several times with Wei Xia to answerher

questionsregardingKT-Tech's registrationalgorithm which is basedon the linear wavelet

transform.Shehad beentaskedby Dr. Le Moigne to port KT-Tech's registrationalgorithm as

well asthe algorithmsdevelopedby other membersof the RegistrationGroup to the Khoros
environment.

As a part of its contract deliverablewith NASA, during the period December1 -

December31, 1997, KT-Tech continuedworking on its registrationpaper that would be

presentedduringSPIE'sConferenceon Waveletsin Orlando,Florida,in April 1997.

Researchrelatedto the SPIEpaperproducedconcreteand promising resultson image

registrationusing nonlinearwavelet compression.Taskswere delegatedfor documentingthe

experiments,writing up sectionsof the paper,and compiling the paper.The first draft of the
paperwascompletedDecember15,1996.

In additionto its continuedwork on the SPIEpaper,KT-Tech continuedsupportingWei

Xia in her effort to port to the KhorosenvironmentKT-Tech's registration algorithm. KT-Tech

assisted Wei Xia in the problems that she encountered during the code porting process by

explaining in detail components of its algorithm. KT-Tech discussed with Wei Xia, in particular,

extraction of the control points utilizing the linear wavelet decomposition and the Lerner

Algebraic Edge Detector (LAED), and registration of the input and reference images by

successive approximation utilizing the control points extracted.

As a part of its contract deliverable with NASA, during the period January 1 - January 31,

1997, KT-Tech completed its SPIE paper on image registration employing the nonlinear wavelet

transform. The final version of the paper was sent to SPIE by January 27, 1997.

During this period, KT-Tech started researching methods that would compute the

complexity index of the images to be registered in order to determine the optimal registration

method.

KT-Tech also started researching the significance of the choice of error metric which

would allow KT-Tech to quantify a criteria for comparing the effectiveness of different ways of

compressing an image for the purpose of registration.

In the current stage of its research, KT-Tech's search space was limited to rotation. Dr.

LeMoigne asked KT-Tech to add translation and scale change to the search space during the

upcoming periods.
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As a part of its contract deliverable with NASA, during the period February 1 - February

28, 1997, KT-Tech produced and delivered to Wei Xia a document describing KT-Tech's

registration algorithm which is based upon the linear wavelet transform. This document would be

included in the help section of the registration toolkit and in the final documentation.

During this period, KT-Tech also started revising the code of its algorithm. In the original

program, all input and reference arrays as well as the arrays that were used for intermediate

computations were defined as fixed-sized arrays. The size of the arrays could be set to a large

value. However, in order to change this value, the size had to be redefined and the program

needed to be recompiled. KT-Tech began working on the program to change the declared arrays

to pointers to eliminate the need for recompiling the program for different sized.

During this period, KT-Tech also started making contacts in the West Coast with

Universities as potential RVC sites.

During the period March 1 - March 31, 1997, KT-Tech continued making contacts on the

West Coast with Universities as potential RVC sites. KT-Tech detected three institutions in

Noah Central California whose activities suggested an RVC affiliation would be advantageous,

or whose activities were of a de-facto RVC nature: University of Nevada, Reno's Western

Regional Climatic Data Center, University of California, Santa Cruz's Reinas Project, and

University of California, Davis' Center for Spatial Technologies and Remote Sensing

(CSTARS).

CSTARS and its PI, Dr. Susan Ustin, was the one who responded most actively. Effort

was directed towards identifying along with this group other centers, and departments at UC

Davis which could complement the facilities and research backbone of CSTARS, and to identify

funding sources and a client base (Federal, State agencies, local commercial clients) which could

serve as the basis for endorsement by Deans of the University, leading to an MOU by the

Chancellor. KT-Tech identified CSTARS and elements of the Department of Land, Air, and

Water Resources Management Department as the backbone of the research/applications activity,

elements of Computer Science who could provide database management expertise, and a center

for image processing and integrated computing (CIPIC) on campus which was interested in

participating in the information fusing and visualization tasks associated with the research effort.

Progress was also made in identifying possible funding sources and clients. A preliminary draft

of the status report of this effort was e-mailed to William Campbell on March 20, and discussed

with him at the meeting March 25.
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During this period, KT-Tech also continued conducting research on geo-registration. KT-

Tech changed the declared arrays to pointers eliminating the need for recompiling the program

for different sized images.

In addition, during this period, KT-Tech started working on the RVC code port from HP

UNIX environment. KT-Tech started studying the system and its requirements.

KT-Tech downloaded and installed on its SUN workstation at Code 935 TCL 7.6 and TK

4.2 and made the necessary changes to ensure that they ran without any problems on that

platform. KT-Tech also started studying Khoros since some of the work developed by Samir

Chettri utilized Khoros.

KT-Tech then started studying Samir Chettri's Khoros and George Fekete's TCL/TK

codes. To be able to run George Fekete's interface, KT-Tech installed CVS 1.9, RVC 5.7, and

Diffutil on its SUN workstation.

During the period April 1 - April 30, 1997, the results of KT-Tech's registration work

was presented in a paper at the SPIE AeroSense97 conference, "Using Wavelet Compression to

Enhance Registration". The paper received a very positive reaction from the audience.

During this period, KT-Tech continued activity at UCDavis on nonlinear wavelet

compression and registration with J. Pinzon. KT-Tech initiated the modules for registration by

moments and for registration by control points, examining how they interface.

KT-Tech also outlined with J. Pinzon and R. DeVore validation activity for the nonlinear

wavelet registration team's contribution to the registrations group's response to MPTE NRA97-

07. KT-Tech took lead in this effort by composing a letter of intent and first draft of proposal.

During this period, KT-Tech continued interactions with centers/personnel at UCDavis

on forging an RVC

KT-Tech also continued its work in the area of code port. KT-Tech delivered to NASA

an RVC Software Module Improvement Report. This report is not included in this final report

due to its size.

During this period, KT-Tech also completed porting of the "Algorithm" part of the RVC

system and is in the process of porting the "Query Interface".
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KT-Tech's performanceandtheresultsit obtainedduring thesecondyearof thecontract

canbesummarizedasfollows:

KT-Tech had been developing a registrationby successiveapproximationalgorithm

utilizing the LL componentsof the linear wavelet decompositionof the referenceand input

imagespreprocessedby theLAED andtheSobeledgedetector.KT-Tech successfullyregistered

remotesensingas well as facial imagesutilizing its registrationtechniquecombinedwith the

LAED. However, after plotting the pixel histogramsobtained during the registration by

successiveapproximationprocess,KT-Tech has realizedthe lack of a very sharppeak in the

pixel histogramdistinctly indicatingtheexactangleof rotation.

The smoothnessof the pixel histogramwas dueto the fact that at anygiven resolution

level,thenumberofpixels correspondingto featuresin the images,i.e.,the pixels thatwerenon-

zero, wasrelativelyhigh. In addition,the input andthereferenceimagearethresholdedat each

resolutionlevel resultingin pixel valuesthat areeither 0 or 255.As a consequence,the cross-

correlationaswell as the exclusive-orvaluestend to be similar for any given anglesincethe

valuesof thepixels at the correspondinglocationsof the referenceand the input imagescanbe

the sameevenif thosepixelsdonot representthe samelocationin both images.

To solve this problem,KT-Tech addeda new thresholdingtechniqueas well asa new

similarity metric to its programto enhanceits performance.The new thresholdingtechnique

maintainsthegray-levelvaluesof apredeterminednumber,e.g. 15%, of thepixels andsetsthe

gray-levelvaluesof theremainingpixels to 0. Thismethodensuresthatthenumberof pixels that

are non-zeroremainsconstantfor all edgedetectionmethodsincluding the LAED and Sobel

edgedetector.It also minimizes the effect of the erroneousmatchingof pixels as explained

previously.As the similarity metric, KT-Tech startedutilizing the mean squareerror (MSE)

betweenthegray levelvaluesof thepixelsof the inputandthereferenceimagesincethe MSE is

amuchmoreaccuratemeasureof similarity thentheexclusive-oroperation.
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As a consequenceof the emergingSPIEpaperandthe promisingresultsobtained,KT-

Tech decided to concentrate its registration research on using nonlinear wavelet methods. KT-

Tech began work on outlining a research program to guide investigations in this direction. Initial

results KT-Tech obtained indicated that very high nonlinear wavelet-based compression of the

input and reference images could be utilized to obtain the control points that could then be used

to register the images. As an added advantage, employment of nonlinear wavelet compression

would dramatically reduce the computational intensity of the registration process.

KT-Tech decided to investigate, during the upcoming periods, how to optimally extract

control points for registration using highly compressed versions of the input and reference

images. KT-Tech deceided also to conduct research on how to use highly compressed versions of

the input and reference images to register them when they differ first by a pure rotation, then by

a pure translation, and then by a rigid transformation (translation superimposed upon a rotation).

KT-Tech also decided to investigate in depth the methodology for isolating control points

by compression of the reference and input images, as well as the statistical confidence the

registration produces as a function of number of control points, the confidence with which the

control points isolated in the reference and input image were in fact true pairs.

Previously, KT-Tech's registration efforts were directed towards extending the algorithm

for registering highly compressed images to the class of rigid, global transformation, from purely

rotational transformation. The results of this work were presented in a paper to SPIE in April and

the feedback from the audience suggested that KT-Tech's research was considered very

promising. Work was also initiated on exploring registering the highly compressed images using

less precise, but more rapid approaches: using moments derived from the compressed reference

and input images.

In addition, KT-Tech revised its linear wavelet-based registration algorithm to utilize

pointers instead of fixed sized arrays. In the revised program, there were no predefined arrays

and the need for recompiling the program for different sized images was eliminated.
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KT-Tech's code porting activity was also in progress. KT-Tech completed porting of the

first module of the RVC system and was in the process of porting the second one. The remaining

two would be ported as soon as the necessary software tools became available.
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Contract Performance and Analysis of the Results Obtained During Year 3

During the nineth quarterly period, May 1 - July 30, 1997, KT-Tech, Incorporated

continued broadened or initiated activities for Code 935 in four areas. In the area of image geo-

registration it continued one and initiated a second contribution to the registration toolbox being

developed for the RVC's. In the area of spectral analysis, KT-Tech initiated a multi-scale

approach to feature extraction from spatially distributed spectral data. KT-Tech continued its

activity to foster the establishment of an RVC at UC Davis. Finally, KT-Tech continued and

enlarged its activity to port the RVC database and management system to a Sun/Unix

environment.

I. Registration Activity

At the end of the eighth quarterly period, KT-Tech was engaged in completing the

development of a registration algorithm based upon linear wavelet decomposition techniques for

the registration working group directed by Dr. J. LeMoigne. KT-Tech opened a discussion with

Code 935 and Dr. LeMoigne to broaden this registration activity to include the development and

implementation a computationally rapid way to register images based upon nonlinear wavelet

compression and singular valued decomposition techniques. During the seventh quarter KT-

Tech had established the feasibility of such a registration algorithm based upon nonlinear

wavelet compression, and had presented the results in a paper at the AeroSense97 conference in

the eighth quarter.

Registration using nonlinear wavelet compression and SVD tools.

During the nineth quarter, KT-Tech established the viability of rapidly registering the

nonlinearly compressed images using singular valued decomposition (SVD) techniques.

Working with J. Pinzon (UC Davis) and J. Pierce, KT-Tech negotiated with Bill Campbell and J.

LeMoigne a scope of work and timeline to implement this second registration algorithm for the
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registrationtoolbox. Thisregistrationactivitywasto involve J.PinzonandJ.Pierce,initiateJuly

1 andcompleteSeptember30.

By July 15, the main modulesof the nonlinearwavelet and SVD-basedregistration

algorithmwerecompletedandfunctioningasMatLab code,utilizing the WaveLablibrary. The

first stage of the algorithm compresses the reference and input images, extracting hot pixels

which manifest features significant to each image. A stability feedback loop allows the SVD

computations performed at the second stage to refine the compression, so as to maximize the

probability that the ensemble of hot pixels in both images manifest features which match under

registration; hence, are viable control points. The information from the SVD stage then drives

the third stage, which produces the registration. A feedback loop in that stage refines the

accuracy of the registration.

MatLab was chosen as the developmental environment, because the WaveLab library

available to it closely approximated the library availiable in the emerging toolbox, because of the

ease with which the code's computational and graphic elements could develop, because of the

ease with which the MatLab code translates into C code, the basis for the toolbox algorithms, and

because of the ease with which the graphic elements used in the MatLab code would translate

into the Khoros environment, the graphics enviomment for the toolbox.

Also by July 15, J. Pinzon and J. Pierce had subjected the algorithm to three of the

validation tests set forth by J. LeMoigne and the registration working group for all registration

algorithms. The results demonstrated to KT-Tech the functionality of the algorithm and isolated

some elements to refine in order to improve the code's efficiency, stability and robustness.

During the week July 21-July 25, 1997, J. Pinzon visited GSFC under the aegis of

CESDIS and Code 935, through KT-Tech. His principal activity was to demonstrate the viability

of the algorithm to J. LeMoigne, to work with Wei Xia to demonstrate the functionality of the

algorithm as C-code, to establish how to interface the algorithm as seamlessly as possible with
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the Khoros graphics environment, and to determine how to incorporate the modules of the

algorithm as effectively as possible into the registration toolbox.

The July visit established the functionality of the algorithm. It also revealed ways to

significantly improve the robustness and efficiency of the algorithm, established the importance

of adequate documentation for the code, and underscored the need for setting forth firmly the

mathematical foundation upon which the algorithm is based. In the latter part of July 1997, J.

Pinzon and J. Pierce began to address these points. Improvements in the code would produce

refinements of the compression stability and the registration refinement feedback loops, and the

establishment of a loop to assess intrinsic geometric symmetry in the reference and input images.

In June 1997 an abstract for the paper "Image registration by nonlinear wavelet

compression and singular value decomposition" was submitted to the CESDIS/IEEE Registration

Workshop at GSFC in November 1997. The paper describes the algorithm, its mathematical

basis, its implementation, and its performance against the validation tests. In July 1997 the paper

was accepted for presentation.

Registration using the Low-Low component of a linear wavelet decomposition

During the nineth quarter KT-Tech, through E. Kaymaz, continued its work developing

an algorithm for geo-registration using the Low-Low component of a linear wavelet

decomposition of reference and input images. By the end of the eighth quarter KT-Tech had

implemented and refined a version of the algorithm which registered images differing by a global

two-dimensional rotation. In June 1997, KT-Tech broadened the program into one whose search

space consisted of rotations and two-dimensional translations.

The algorithm involves three steps. In the first step it produces the wavelet decomposition

of the reference and input images to be registered. In the second step it extracts domain

independent features to be used as the control points from the low-low components of the

wavelet decompositions of the reference and input images. The Lemer Algebraic Edge Detector
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(LAED) is employed to enhance the extraction process. In the third step the program utilizes the

maxima of the low-low wavelet coefficients preprocessed by the LAED and a mean square error

(mse) based similarity metric to compute the transformation function. The search space consists

of two dimensional rotations and shifts in the x- and y-directions. Details of the search strategy

are presented in Appendix A.2. The strategy can be summarized as:

Step 1: Perform wavelet decomposition on the reference and input images up to level N

to obtain the LL components of the decomposition. Keep all wavelet coefficients up to level

n=N.

Step 2: Apply the edge detector to all LL images obtained from the reference and input

images up to level n=N to extract the most significant edge information.

Step 3: Starting with the highest level of decomposition, find the best approximation to

the angle of rotation, and x- and y-translations iteratively for each level with increasing accuracy

employing the search strategy described below.

Validation of the algorithm and the assessment of its stability under rigid body

transformation commenced in July. KT-Tech found it could lock up the algorithm with some

validation tests. KT-Tech then engaged in isolating those elements in the code which precipitated

the obstruction, and assessing if the obstacle was fundamental to the design of the algorithm, or

an error in the code implementing it.

II. Spectral Analysis Activity

At the beginning of the nineth quarter KT-Tech, through J. Pierce, began to discuss with

J. Pinzon and the CSTARS laboratory at UC Davis the development of an approach to spectral

analysis which integrated the multi-resolutional capabilities of wavelets in the spatial domain

with the multi-scale approach to feature extraction from spectra developed by Dr. S. Ustin at UC

Davis, director of the CSTARS laboratory, and others. It appeared to KT-Tech that if such an

approach could be brought from the research into the developmental stage, it would serve as the
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basisfor dataproductsfor RVC'sat UC Davis,GSFC,and otherlocations. In May 1997, KT-

Tech,throughJ. Pierce,begandiscussionswith W. Campbell,J. LeMoigne and T. Gaultierri,

GSFC,aboutthepossibility of how suchwork might interfacewith spectralfeatureextraction

activity in Code935,andwith S.UstinandJ Pinzon,UC Davis,abouttherelevanceandviability

of engagingin suchactivity at CSTARS. By theendof May 1997it wasmutuallyagreedthat, in

additionto developingandputtingthenonlinearregistrationalgorithmin place,J. Pinzonwould

presenta seminaron the topic during his secondvisit to GSFC in August 1997,and would

broadendiscussionswith J. LeMoigne, T. Gaultierri, and possibly P. Cheesemanat ARC, to

produceavenuesof activity relevant to the Code 935 and the RVC effort. If the proposed

activitiesprovedacceptable,theywouldbeconsideredfor startup in October1997.

Duringhis first visit to GSFCin July 1997,J. Pinzonspokeat lengthwith T. Gaultierri,

and J. LeMoigne about activities at Code 935 in spectralfeature extraction,and presented

informally the method of multi-scale spectral feature extraction, Hierarchical Foreground

BackgroundAnalysis(HFBA) currentlybeingusedto greatadvantageat CSTARS.

Uponhis returnto UC Davisatthe endof July 1997,andwith theassistanceof J. Pierce,

J. Pinzonbegan to develop an abstractfor three avenuesof activity for integrating wavelet

decompositionmethodsin the spatialdomainwith the HFBA decompositionin the spectral

domainfor extractingandvalidatingbothsupervisedandunsupervisedclassificationof spatially

distributedspectraldata.

III. RVC Code Porting Activity

During the eighth quarter KT-Tech had begun work on the RVC code porting from the

HP enviornment to the SUN UNIX environment. Although the activity focused primarily on the

restructuring of code for individual modules, it became apparent early on that KT-Tech had to

comprehend the system design and overall logic of the RVC system, if the programs it ported

were to contribute to the ultimate goal of a modularized system, robust in its design and

application, and capable of porting to numerous environments. Towards that end, KToTech,
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throughR. Liao, contributedthe "RVC SoftwareModule ImprovementReport" in the eighth

quarter,a reportdesignwhich specifiestheporting activity in thecontextof the major modules

of theRVC system.

To supporttheporting activity KT-Tech receivedin May 1997accessto a SUN Ultra 1

machine(fusion.gsfc.nasa.gov)in Code935. During May andJune,KT-Tech,throughR. Liao,

augmentedhardwareon the computer,replacedthe operatingsystemwith Solaris 2.5.1, and

installedSUNUltra Allegro CommonLISP for theSolarisoperatingsystem.

To supporttheproductionof a codeapplicableto a library of environments(HP, UNIX,

DOS), it quickly becameclearin the eighthquarterthat "inlining" calls to functionsspecific to

the UNIX environmentwere counterproductive.Consequently,in thenineth quarter,KT-Tech,

throughR. Liao, developedandintroducedtheroutine"platform.c",which provided awrapping

function to all platform dependentfunction calls. It wassignificant, becauseintroducing this

routine and replacing"inline" code with calls to it modularizedthe environmentallyspecific

function calls. Whenever theRVC is castinto a new operatingenvironmentin the future, one

needonly modify "platform.c", rather thanalter all "inline" calls for environmentallyspecific

functions. Theroutine"platform.c"is modifiedasportingprogressesthroughall elementsof the

RVC.

Porting the emergingversionsof the RVC to a SUN UNIX environmentinvolves the

modification of programs in all the major modules: user interface, ingest, the

planner/scheduler/dispatcher(PSD)andits curatorsubmodule,andthe databasemodule. After

configuringthe SUN Ultra 1, KT-Tech, throughR. Liao, proceededto port onto it and into the

UNIX environmentthe currentand emergingversionsof the variousmodules in the manner

describedbelow. Theseactivitiesoccurredduring themonthsof Juneand July 1997,andthey

recurredasmodificationsor revisionsin theemergingRVC codedictated.

User Interface Module
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To establishthe userinterfacemodule in the UNIX environment,KT-Tech, throughR.

Liao, portedontothe SUNUltra 1theRVC Interfaceprogram,andthepackagefor Tc17.6/Tk4.2,

modifiedby G. Feketeto function with the RVC Interfaceprogram. Tcl/Tk is the meansby

which theuserinteractsover the interfacewith the otherelementsof the RVC. In the courseof

this activity, KT Tech ported to the UNIX environment a utility package, "utir' into the c-shell.

This utility is used in installing the RVC.

lngest Module

In support of the Ingest module, KT-Tech, through R. Liao, ported the program "Ingest"

and its modifications to the SUN Ultra 1 and UNIX environment.

Database Module

In June 1997, KT-Tech received version 4.0 of ObjectStore, the database engine for the

RVC. Through R. Liao, KT-Tech completed the installation of ObjectStore on the SUN Ultra 1.

In July 1997, KT-Tech ported the object-oriented database interface program,"Odi", to the SUN

UNIX environment. This program builds the RVC database into the ObjectStore medium.

Planner�Scheduler�Dispatcher (PSD) Module

With the installation of Allegro C. Lisp and ObjectStore 4.0, KT-Tech was able to begin

porting the latest version of the PSD program. In June and July 1997, KT-Tech, through R. Lan,

ported it and its modifications to the SUN Ultra 1 and UNIX environment. KT-Tech also ported

a "Tcl-geewix" program running on Tcl7.4/Tk4.0. This program assists the Planner in the

construction of the information for the Gant charts used in the time management.

IV. RVC Activity

By the end of the eighth quarter, in consultation with W. Campbell, Code 935, and with

the assistance of J. Pierce, KT-Tech had focused attention on sheperding the formation of an

RVC based at University of California, Davis, centered at the Center for Spatial Technologies
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and Remote Sensing (CSTARS). Progress had been made on identifying departments, groups

and centers at UC Davis and in the UC system which could complement the facilities and

research backbone of CSTARS. Some progress had been made on identifying Federal, and State

funding sources, and some ideas about possible commercial clients had emerged. A memo to W.

Campbell, Code 935, dated April 30, described the status of the RVC effort at UC Davis. In

particular, the memo set forth impediments to attracting commercial clients in agriculture, due to

an unfortunate history in the region with remote sensing, and impediments to cooperation with

CSTARS by significant centers and institutes at UC Davis, attributed to interagency rivalries,

previous history, and notions of enchroached sovereignty.

In May 1997, a strategy was set forth to combat these impediments and stimulate the

formation of an RVC at UC Davis: encourage their efforts to respond to the NRA-97-MTPE-05

announcement for centers of excellence in applications of remote sensing, and strongly

encourage their efforts to respond to the CAN-97-MTPE-07 call for the establishment of a

federation of ESIP III's. The rationale was: (1) the initial participants were principally

researchers and academics, more comfortable with forming alliances to propose for grants, rather

than to seek out commercial clients; (2) the funds offered directly by the NRA and CAN would

motivate these groups to cooperate more immediately than pressing them to go out and find

commercial clients; (3) in responding to the NRA, and in particular to the CAN, they would

come to understand what the RVC concepts was, and how the ESIP III concept derives from it;

(4) to respond successfully to the CAN they would by necessity have to go out, seek, and enter

into agreements with commercial and other clients, in order to achieve a self-sustaining

operation; and (5) if they were successful in building a response to the CAN, afterward the

commercial clients might possibly press the affiliation to begin work on agreed tasks prior to any

decision on the CAN, thereby pressing the affiliation to seek to form an RVC.

Over the months of May through July 1997 through J. Pierce, KT-Tech assisted in

sheperding these efforts through Dr. S. Ustin, director of CSTARS, by providing consultation

and information about the RVC system and network to possible participants in the affiliation and
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to possibleclients. In May 1997,KT-Tech,throughJ.Pierce,helpedresolveobstaclesimpeding

cooperationbetweenthe Centerfor GIS studiesat UC Davis, andCSTARSsufficiently to affect

cooperationin respondingin June1997to theNRA with aproposalfor a centerof excellencefor

climate,environmentandwater resourceassessmentsin California. Theaffiliation attractedone

commercialclient,theElectricPowerResearchInstitute(EPRI),basedat PaloAlto, CA.

Bouyedby thecooperationfor theNRA, KT-Tech,throughJ.Pierce,pressedS.Ustin to

enlargetheaffiliation andscopeof activity to respondeffectively to the CAN. KT-Tech assisted

in negotiationsto resolvethe roles to be played in the "ESIP/RVC" by the Centerfor Image

Processingand IntegratedComputing(CIPIC) at UC Davis, andthe UC Davis large database

managementeffort, part of the UC SanDiegosupercomputinginitiative. In thesenegotiations

KT Techservedasaconsultantfor theRVC, explainingwhat theobjectiveof theRVC program

was,what thearchitectureof anRVC was, how theRVC netwasemerging,andthedistinctions

betweenthe RVC conceptand the ESIP III concept. In late June and July, negotiations

expandedto include a principal State environmentalagency,the California Environmental

ResourcesEvaluationService(CERES),aswell asanadditionalcommittmentfrom EPRI. KT-

Tech, through J. Pierce also provided information to the consortium on Earthstation hardware,

factors involved in ingesting and managing heterogeneous, environmentally-based data, and

factors involved in the networking and administrative operations of such centers, as evidenced by

the RVC's.

With the completion of the CAN proposal in mid July 1997, KT-Tech, through J. Pierce,

advanced to S. Ustin and the affiliation that to maintain their momentum and their client base, it

was important for them to begin at least nominal activity, preferably under the aegis of an RVC.

Coincidentally, EPRI pressed S. Ustin to begin preliminary work, rather than wait for (and

regardless of) the outcome of the CAN. On July 25, S. Ustin sent to W. Cambell, Code 935 a

first draft for a letter of intent to establish an RVC at UC Davis, opening negotiations on the

intent.
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During the tenthquarterlyperiod,August 1 - October31, 1997, KT-Tech, Incorporated

continued,broadenedor initiatedactivitiesfor Code935in four areas. In theareaof imagegeo-

registration it completeddevelopmenton the first versions of two contributions to the

registrationtoolboxbeingdevelopedfor the RVC's. Also, it inauguratedthe developmentof the

secondversionof the morepromisingof the two registrationalgorithms.In the areaof spectral

analysis,KT-Tech madeexplicit its approach,tasks,andpossibledataproductsarising from a

multi-scaleapproachto featureextractionfrom spatiallydistributedspectraldata. KT-Tech had

initiated inquiry into this avenue of investigation in the last month of the ninth quarter. KT-Tech

continued its activity to foster the establishment of an RVC at UC Davis, and to foster the

development of two quite promising data products by CSTARS for use in the RVC's. Finally,

KT-Tech completed its major objective to port the RVC database and management system to a

Sun/Unix environment. KT-Tech began the task of porting the RVC database and management

system to the SGI environment.

I. Registration Activity

At the end of the nineth quarterly period, KT-Tech had completed the development of

version 1.0 of its original registration algorithm based upon linear wavelet decomposition

techniques for the registration working group directed by Dr. J. LeMoigne, and had completed a

MatLab-based beta version of a computationally rapid way to register images based upon

nonlinear wavelet compression and singular value decomposition techniques. Scheduled for the

tenth quarter were: the completion of version 1.0 for the SVD-based algorithm, performance and

validation tests for both algorithms, the refinements for both algorithms, based upon the tests,

and the completion of program documentation for the algorithms. Pending at the end of the tenth

quarter were: the mechanism for delivering the code and documentation for the algorithms, the

formal installation of the codes into the toolbox, and decisions on whether to continue

development of a version 2.0 for the SVD-based algorithm which heightens its accuracy and

capability, and broadens the use of its registration modules as a back end to other feature

extraction routines.
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Registration using nonlinear wavelet compression and SVD tools.

During the tenth quarter, KT-Tech completed the development of an algorithm to rapidly

register nonlinearly compressed images using singular valued decomposition (SVD) techniques.

This registration activity was to involve J. Pinzon and J. Pierce, initiate July 1 and complete

version 1.0 by September 30.

By August 18, 1997, J. Pinzon and J. Pierce had completed and debugged a working

version algorithm in MathLab, and had begun to transcribe the main modules into C. During his

tenure at Code 935, August 18th-August 29th, J. Pinzon completed coding the algorithm in C

and installed the principal modules into the suite of algorithms which was to evolve into the

registration toolbox: the wavelet compression module, the hot pixel extraction module, the

singular valued decomposition module, and the registration module. First versions of the

stability feedback loop, and the registration refinement loop also were installed. Because

priorities at the time required Wei Xia to direct her attention towards RVC development activity,

consultations with Dr. J. Le Moigne and Wei Xia lead to the decision to postpone the activity of

interfacing of the code with the Sun-based Khoros graphics interface to September.

Subsequently, because of the demands of the RVC development, the activity of interfacing the

code had to be postponed until after November. On August 22, J. Pinzon delivered an informal

presentation of the registration algorithm to the registration working group at Code 935.

While J. Pinzon was at NASA GSFC, J. Pierce completed the mathematical analysis

establishing the validity of using SVD techniques to register images, and continued the analysis

of refinements for the stability feedback loop. He produced the first draft of the paper to be

presented at the November registration workshop.

In September 1997, J. Pinzon and J. Pierce, completed the performance and validation

tests on the code, in accordance with the protocal set forth by J. LeMoigne for tools for the

registration toolbox. The results of the tests were delivered to J. LeMoigne September 26, 1997.

From the tests, J. Pinzon and J. Pierce identified refinements for the program, particularly in the
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stability and registration feedback loops. They also identified those conditions in the image

which inhibit the performance of the algorithm; in particular, the presence of clouds. These

observations spawned two avenues of inquiry which would produce a more effective version 2.0

algorithm. One avenue addresses the wavelet compression stage, and is discussed below. The

other avenue addresses the use of a cloud filtering front end, which is based upon spectral feature

extraction work. This avenue is addressed further below in the spectral analysis section.

By September 15, 1997, J. Pinzon and J. Pierce completed and submitted the paper

"Image registration by nonlinear wavelet compression and singular value decomposition" for the

CESDIS/IEEE Registration Workshop at GSFC in November 1997. The paper describes the

algorithm, sets forth its mathematical basis, summarizes how the code implements the algorithm

(particularly the feedback loops), presents a summary of the performance and validations tests,

and concludes with observations on the strengths and vulnerabilities of the algorithm, and

avenues of inquiry for producing a version 2.0. The paper was accepted by the workshop, and

was to be presented by J. Pinzon in November 1997. In addition, J. Pierce and J. Pinzon

produced a more complete Program Documentation.

During September 1997, J. Pinzon and J. Pierce submitted to KT-Tech and Code 935

avenues for improving the algorithm through a version 2.0, and means by which modules in the

algorithm could be utilized by other programs which need to register images, but which input

information other than that for which the program was originally intended.

The first avenue of development for Version 2.0 is the use of the Steerable Pyramid tool

to improve in the algorithm the extraction of control points by wavelet compression. This tool

overcomes the vulnerability in the Version 1.0 of the algorithm which arises from the lack of

translation invariance in a wavelet decomposition. In September and October 1997, J. Pinzon

and J. Pierce established the viability of incorporating this tool in preliminary work. This work

was the basis of the abstract for the paper "Image registration by steered, nonlinear wavelet
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compressiondirected by neural nets and singular value decomposition", submitted to the

AeroSense'98 conference, April 1998.

The second avenue of development arose from the discussion following the presentation

by J. Pinzon to Code 935 in September 1997. From comments by Pat Coronado, it appeared

there was interest in registering images of hyperspectral data to GPS-based ground control

points. Although the registration algorithm was not developed for input consisting of images and

GPS data, its modules were directly relevant. Because of the modular nature of the algorithm the

registering stages of the algorithm were distinct from the compression stages. In particular, the

SVD computation and SVD-based registration modules would still supply quick accurate

registration as the back end of a registration algorithm in this context. Indeed, even elements of

the front end compression could be used, viewing the GPS information as an a-priori ensemble

of reference control points, and extracting control points from the input image by the algorithm.

The stability feedback loop would monitor the extraction of control points from the input image,

and the registration feedback loop would optimize the registering parameters by working solely

on the ensemble of control points from the input image.

Registration using the Low-Low component of a linear wavelet decomposition

At the end of the nineth quarter KT-Tech, through J. Pinzon and J. Pierce, had begun

testing the algorithm developed by E. Kaymaz to geo-register images using the Low-Low

component of a linear wavelet decomposition of reference and input images. These tests

revealed instabilities in the program, and KT-Tech was engaged in isolating those elements in

the code which precipitated the obstruction, and in assessing if the obstacle is fundamental to the

design of the algorithm, or an error in the code implementing it.

In September, KT-Tech corrected the means by which the program isolated its

computation of the translation parameters from the registration parameters. This correction

eliminated the loss of convergence in the registration refinement loop, which had caused the

instability in the program. Validation and performance tests were then carried out, in accordance
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to the protocol set forth by J. LeMoigne for tools from the registrationworking group. The

resultsof these testswere deliveredto J. LeMoigne September26, 1997. The results and

discussionswith J. LeMoigneon September19, 1997,suggestedhow to refine of the program,

andhow it is possibleto integratethis "Low-Low" componentalgorithmwith the "Low-High"

and "High-High" algorithmsdevelopedby J. LeMoigne and M. Mareboyana. Discussionson

this activity continuedthroughOctoberandwere left open,pendingdecisionsby Code935 on

thenatureof its supportfor registrationefforts.

II. Spectral Analysis Activity

In the nineth quarter KT-Tech, through J. Pinzon and J. Pierce initiated discussion with

Code 935 to isolate avenues of activities relevant to the RVC's in feature extraction from

spatially dependent multi and hyper spectral data. In the Nineth Quarterly Report KT-Tech

submitted an abstract outlining three avenues of activity involving the use of multiscale

resolution in the spatial and spectral domains which, in presentation to Code 935 and in

subsequent discussion with T. Gualtierri and J. LeMoigne, had proven to be relevant and

intriguing. In the tenth quarter, KT-Tech pressed to render these avenues of activity more

concrete, with the intent to develop specific activities relevant to Code 935's objectives.

In August 1997, KT-Tech, through J. Pinzon, established three concrete, specific areas of

activity in spectral analysis directly interfacing Code 935's current efforts, and which would

utilize multi-resolution tools to analyze spatially dependent spectral data: connections of HFBA

and support vectors, HFBA and cloud removal, spectral unmixing, and HFBA and RVC

applications. The first combines spectral feature extraction using the HFBA technique

developed at CSTARS, with applications to hyper/multi-spectral images; spatial-spectral feature

extraction. It develops how HFBA could be integrated with wavelets to produce unsupervised

and supervised image classification. The second activity addresses cloud removal and describes

how HFBA could complement the ongoing work by J. Le Moigne, C. Tucker and M. Smith. The

third addresses how on-the-fly feature extraction based upon spectral redundancies could prove
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quite useful in processing in real or near time hyperspectral data from instruments flying on the

UAV.

In September and October 1997, preliminary work by J. Pinzon, with the assistance of J.

Pierce, proved promising. The work became the basis for two papers detailing the multi-scale

approach to spatially dependent spectral data, which serves as the basis for advancing the

avenues of activity listed above. The abstract for the paper, "Robust spatial and spectral feature

extraction for multi-spectral and hyper-spectral imagery", was submitted to the AeroSense98

conference in Orlando FA, in April 1998. The abstract for the paper "Robust feature extraction

for hyperspectral imagery using both spatial and spectral redundancies" was submitted to the JPL

workshop on hyperspectral processing, Pasadena Ca, November 1997.

At the end of October 1997, J. Pinzon presented to Code 935 a summary of the activites

being formulated. Two topics of discussion arose from the presentation: how to distinguish

explicitly the contexts in which approaches to classification support vectors had advantage over

approaches using principal components, and how could spectral redundancy be exploited to

produce near and real time spectral classification.

III. RVC Code Porting Activity

In the tenth quarter KT-Tech, through the efforts of Renlan Liao, had completed the port

and ad tested the integration of the RVC code from the HP environment to the SUN UNIX

environment. At the end of the nineth quarter, by working closely with Code 935 and GST, KT-

Tech had secured a SUN Ultra 1 workstation as a testbed, and had secured the necessary licensed

software for SUN versions of the Object Store, and media by which the various elements of the

RVC system communicated. By that time, Renlan Liao had ported the principal modules to the

SUN environment. Pending were the ports of revisions of the modules, the system integration,

and the testing, validation, and certification of the system.
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During month of August, KT-Tech completed the porting of the then current and

emerging versions of the various modules of RVC including: User Interface Module, Ingest

Module, Database Module, Planner/Scheduler/Dispatcher Module. Working with GST

personnel, KT-Tech, through Renlan Liao, constructed a test server to validate the interface. By

the end of August, KT-Tech had completed the port of the eight major module, had tested them

individually, and had initiated the system integration activity.

During month of September, KT-Tech, through Renlan Liao, announced at the RVC

workshop its completion of the port, test, and validation of the operation of the eight major

modules in the RVC system operating in the SUN UNIX environment, on the Sun workstation

serving as a test server. By mid September, at the time of the RVC workshop, only system

integration problems remained to be resolved. At that time, Renlan Liao confirmed that the

system integration would be completed by September 30, 1997, as originally projected. Working

closely with Bob Cromp and GST personnel, the system integration was completed and the

integrated system running in the Sun UNIX environment was tested and proven functional by

September 30, 1997.

To confirm that the RVC system running in the Sun UNIX environment was fully

operational, KT-Tech had to test it on actual RVC data, as opposed to simulated data. In October

1997, KT-Tech successfully tested the system operating in the UNIX environment on two small

satellite images. However, to fully test the system, KT-Tech required another 8 Gigabyte hard

drive for the test server to store the large GOES and NOAA images. Through Bob Cromp

specifications were filed to aquire the drive.

At the end September 1997, Code 935 requested KT-Tech, in consultation with GST, to

begin the port of the RVC to the SGI environment. In October 1997 KT-Tech on site at Code

935 started the project to port the RVC to the SGI environment, specifically the IRIX 6.3. KT-

Tech, working with personnel from GST installed Tcl 7.4, Kk 4.0, Diffutil 2.5 and RCS5.7 on

the SGI machine on site at Code 935.
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By the end of October1997KT-Tech, throughRenlanLiao, hadported the following

modulesto theSGI environment:Curator,sqt,andScripts.

IV. RVC Activity

In the tenth quarter KT-Tech, through J. Pierce, continued its efforts to shepherd the

establishment of an RVC at UC Davis, and to foster the production of data products and tools

relevant to RVC activity. KT-Tech continued to operate on the strategy of pressing S. Ustin to

maintain the momentum and the affiliations developed for the responses to the NRA-97-MTPE-

05 (Center of Excellence in Applications of Remote Sensing and CAN-97-MTPE-02 (ESIP III)

announcements by finalizing an RVC letter of intent and inaugurating RVC activity prior to, and

independent of, the announcement of these awards. During the last week of July, the effort had

produced a first draft of a letter of intent, submitted as a memo to Bill Campbell.

In August 1997, the strategy showed more promise when UC Davis was announced as a

recipient of a NASA NRA as a center of excellence in applications of remote sensing. The grant,

strictly for hardware, would enable CSTARS to purchase an AVHRR earthstation. It was hoped

at the time that this achievement could be used to leverage in two ways: to gain an endorsement

by the College of Agriculture and Environmental Science to the president of the university to

obtain the letter of intent, and to obtain a contract from EPRI (Electric Power Research Institute)

to begin work proposed with EPRI in the NASA CAN, using funds formally committed by EPRI

in the CAN proposal.

In September 1997, these efforts were set back, because of two developments. First,

efforts to obtain the endorsement of the college were hampered, because of a challenge for

endorsement by another group in the college seeking a focus on plant genetic engineering.

Second, discussions with R. Bernstein, director of the Disaster Planning and Mitigation Target

for EPRI, revealed that his group was in negotiation with Lockheed-Martin on tasks paralleling

those proposed with CSTARS in the NASA CAN. Consequently, R. Bernstein, himself, would

not commit funds prior to the award of the CAN. However, CSTARS was invited to present to
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thepowercompaniesformingthetargetgroupdata products which the group could consider and

possibly decide to fund.

In light of these developments, activity in August began to shift towards: (1) maintaining

the involvement by CSTARS in the RVC activity, and (2) seeking ways to involve CIPIC, the

center for image processing and integrated computing at UC Davis, in the RVC activity.

In September 1997, S. Ustin pressed to cement her relationship with the Disaster

Planning and Mitigation Target Group in EPRI. The August EPRI news letter target group

announced its partnership with UC Davis in the NASA CAN. Also, S. Ustin was invited to

deliver an address on the use of remote sensing and NASA data products for disaster monitoring

and assessment at the annual target meeting in Phoenix, Arizona, in October.

In September, S. Ustin, assisted by J. Pierce, attended the RVC workshop and presented

the first drafts of data products CSTARS was developing for EPRI, as an example of emerging

UC Davis RVC activity. Regretably, because of a lack of communication between S. Ustin and

W. Campbell, the objectives of the presentation had been mutually misinterpreted. S. Ustin

sought to present an example of a commercially viable RVC data product, W. Campbell sought

the state of progress towards the establishment of an RVC entity, regardless of product. In

consequence, the lack of interaction doomed the prospect of a letter to support the effort to gain

endorsement from the College of Agriculture, further hindering the effort to achieve a letter of

intent from the university.

In light of this setback, effort by KT-Tech refocused on how CSTARS at UC Davis might

serve as a source of data products relevant to the Goddard and other RVC's. At the RVC

workshop three avenues emerged.

First, through KT-Tech, CSTARS could definitely assist Code935 in engaging C. Sailor

to assist in the porting of the image processing software Majestic to the RVC. C. Sailor is at

Davis CA, and (in keeping with her husband) seeks an affiliation with UC Davis. CSTARS can

PROPRIETARY

© KT-Tech, Incorporated

50 10/30/98



provide that affiliation, and provide (along with CIPIC) adequate facilities to enhance the porting

of the software. This idea was advanced to J. Garegnani on the final day of the RVC workshop

in September. When presented with the idea subsequently, C. Sailor expressed definite interest.

Second, in his presentation, and in the remarks made by W. Campbell afterward, Steve

Maher conveyed the significance and importance of developing ways of rendering in 3D

changing to rapidly changing environmental data. To accomplish this objective novel

developments in graphical rendering and rapid selection would be required. Such investigations

wee a principal interest to B. Hamann the leader of the visualization thrust of CIPIC. In

par, icular, he was quite experienced and had the laboratory facilities to implement hierarchical

data structuring of geometrically positioned data for rapid rendering, selection, and smaller scale

examination. Also, CIPIC was acquiring a 3D Immersive WorkBench, in keeping with Steve

Maher's direction for RVC graphics rendering. In light of these observations, and with the

agreement of B. Hamann, J. Pierce sent on September 30 an inquiry to Steve Maher about the

possibility of discussing mutually beneficial activity.

Third, at the RVC workshop, N. Rische spoke on the development of a semantic-based

object-oriented database, to be used in the future for RVC applications. It occurred that it might

be particularly effective if data products and graphical rendering were also developed in such a

hierarchical data structure paradigm. After the RVC workshop, J. Pierce presented the idea to B.

Hamann and D. Rocke, leader of the massive computation thrust at CIPIC. Both expressed

interest in the idea, and certainly interest in learning more about the database. With their

approval, J. Pierce contacted N. Riche, who expressed definite interest in such an approach

In October 1997, effort focused initially on competing for funds from EPRI previously

committed formally, subject to the award of the NASA CAN. On October 16, J. Pierce,

speaking for S. Ustin presented "Current and Future NASA Data for Disaster Assessment & UC

Davis/EPRI Activity" to the Disaster Planning and Mitigation Technologies Target Utility

Advisors Group at the annual meeting of EPRI in Phoenix AZ. In the presentation J. Pierce
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displayedtwo emergingdataproductsfrom theCSTARSgroup:onedirectedtowardstheimpact

of severeweather and flood of electric power transmissionsystems,the other toward the

monitoring and prediction of wildfires in wildernessregions. In each scenario,J. Pierce

discussedthe importanceof use remotesensingdataand modelsin conjunction:to assessand

monitor vulnerability and resoursemarshallingstategiesat the pre-eventstage,anticipating

what'shappeningat thetime of the event(usingmodels),andassessingdamageandrecoveryat

thepost-eventstage. TheRVC conceptwaspresentedasanoverview,illustrating with thedata

productsthe ideaof client-orienteddataproductdevelopment.

During theeleventhquarterlyperiod,November1, 1997- January31, 1998, KT-Tech,

Incorporatedcontinuedits activities for Code935 in the areaof the porting of the RVC, now

known as theRAC, completedits contributionsfor the registrationtoolbox, andterminatedits

effortsto developactivitiesin theareaof spectralanalysis.

For thetaskof portingtheRAC, during this quarterKT-Tech beganporting thedatabase

andmanagementsystemto the SGI environment.KT-Tech also stresstestedthe the completed

RAV in theSUNUNIX environment,andbeganits final packingfor therelease.

In the area of registration,KT-Tech completedthe protocol for the release to the

registration toolbox of the two registration algorithms developed in the previous quarters. The C

code for the algorithm based upon the Low-Low component of a wavelet decomposition of the

registering images was installed into the toolbox and successfully interfaced with Khoros

environment. At the USRA/CESDIS Image Registration Workshop, KT-Tech presented a paper

on the nonlinear wavelet registration algorithm. A second paper which reported the next

generation design of the nonlinear algorithm was submitted and accepted for presentation at the

SPIE AeroSense'98 conference. The paper was subsequently withdrawn when support for

further development of the registration activity was removed.

In the area of spectral analysis, KT-Tech proposed its design for integrating multi

resolutional tools, with spectral mixture analysis and the support vector approach to produce a
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means for automatic or supervised feature extraction from spatially dependinet multi and hyper

spectral data. The work produced a paper accepted for the SPIE AeroSense'98 conference.

I. RAC Code Porting Activity

In the eleventh quarter KT-Tech, through the efforts of Renlan Liao, initiated the port of

the RAC code from the HP and SUN UNIX environments to the SGI environment. At the end

of the tenth quarter, by working closely with Code 935 and GST, KT-Tech had completed port

and tested the integration of the RVC (RAC) code from the HP environment to the SUN UNIX

environment. Pending for the release of the code was a stress testing of the port, an ugrade of the

ODI to a newer version.

In November 1997, KT-Tech, through Renlan Liao, ported the PSD, RVCI and Geewiz

packages to the SGI environment. Technical difficulties were encountered, due to the

differences among the communication and C, C++ libraries on SGI, SUN, and HP. KT-Tech

developed means to efficiently translate communication modes and access libraries for these

three systems. In December 1997, KT-Tech installed and validated the operation of ALLEGRO

COMMON LISP from FRANZ INC., and OBJECTSTORE from Object Design on SGI system.

KT-Tech also began to port the Planner-Scheduler-Dispatcher module and ODI module, which is

the object oriented database server of RAC system. In January, KT-Tech began to port to the SGI

IRIX 6.3 a newer version of ODI, the object-oriented database part of the RAC. KT-Tech

received this version of the ODI in mid January. KT-Tech encountered some segmentation fault

error messages. KT-Tech is now negotiatin with Technical support from Object Design - maker

of ObjectStore - resolve these segmentation difficulties.

During the eleventh quarter KT-Tech overcame hardware access and software availability

problems to complete the certification of the RAC in the SUN UNIX environment through stress

testing the system. By the end of the tenth quarter, KT-Tech had completed the RAC system

integration in the SUN UNIX environment, proven the system functional, and had certified that

the system was operational by testing it on two small satellite images. It remained to test the
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system fully on GOES and other NOAA images. This required additional hardware, in

particular, an 8 GigaByte hard disk for image storage. In October 1997, with the help of Bob

Cromp, KT-Tech ordered for the SUN Ultra 1 workstation 2 hard drives, each with 4.2 Gb

capacity, for the purpose of building a testbed to stress test the RAC in the SUN/UNIX

environment. In November 1997, KT-Tech received the SPAECstorage MultiPack which was

needed for the stress test of the RVC. In December 1997, KT-Tech, with the help of GST

personal, was able to acquire and enable one of the hard drives. It was cross mounted to the SGI

IRIX 6.3 workstation so as to serve as a storage area for the porting to SGI. In January 1998,

KT-Tech was able to acquire the second drive and perform the stress testing for the RAC in the

SUN environment.

In mid-January 1998, KT-Tech received a newer version of ODI, the object-oriented

database part of RAC. The newer version replaced the "RogueWave" library with a customized

library. By the end of January 1998 and the eleventh quarter, KT-Tech was working on the final

packing of RAC on SUN Workstation in preparation for the release of it to Kansas University

RAC center. The preparation included: modifying make files, modifying configuration files and

testing automatic installation scripts.

II. Registration Activity

During the eleventh quarter, KT-Tech completed its two contributions to the registration

toolbox, negotiated the release of the codes, installed the first of the two algorithms, and

terminated its efforts to develop either algorithm further.

Registration using the Low-Low component of a linear wavelet decomposition

At the end of the tenth quarter, KT-Tech, through J. Pinzon and J. Pierce, had examined

the code developed by E. Kaymaz to geo-register images using the Low-Low component of a

linear wavelet decomposition of reference and input images and had isolated elements which

contributed to instabilities in its performance. KT-Tech also identified elements in the wavelet
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decompositionandreconstructionalgorithmswhich supportedall wavelet-basedroutinesin the

toolbox. Theseelementscould contributeto an inherentuncertaintyfor all algorithmswhich

calledtheseroutinesfor waveletdecomposition.

In November1997,KT-Tech,thoughJ. PinzonandJ. Pierce,amendedthe codefor the

algorithmitself to correctinstabilitiesin theregistrationcausedby an impropercroppingof the

imageand an instabilitiy in the successiveapproximationroutine. KT-Tech also revisedthe

structureof thecodeto produceamoremodularizedcode. Sucha structurewould openthe code

for future developments,whereby it might be mergedwith the algorithms using the Low-

High/High-LowandtheHigh-Highcomponetsof thewaveletdecomposition.

In December1997,KT-Tech discoveredan additional sourceof inherenterror in the

algorithm arising from two sourcesin the compressionand reconstructionalgorithms of J.

LeMoigne, which are called by this routine. The first source of error arose when the

compressionalgorithmoverwrotean "indata" file, treatingit asa temporaryfile. Becauseof a

parameterwhich is fixed in somesubroutinesandcalledby others,the compressionof images

larger than 128 X 128causeda lossof significantportion of original image,resulting (under

reconstruction)in randomgray level pixels. KT-Tech assessedthat this phenomenonwas a

principal reasonwhy its algorithmwould not convergesharplyto a specificset of registration

parameters.KT-Techcorrectedtheproblemby erectingan "indetails LL" file to which "indata"

outputsits Low-Low componentsprior be beingoverwritten,andby dismissingthe call to the

reconstructionroutine.

In addition,KT-Tech identified a variablecastingproblemarising from interfacing the

wavelet compressionalgorithmswith the Khoros GUI. The wavelet compressionroutines

producefloat variables; the Khorosinterfacerequiresintegervariablesto produceits displays.

Until this time, thepracticeof recastingthefloat variablesasintegers and"losing" thepointers

to the float variableswith the overwriting of the "indata" files hadbeenof minor consequence.

However, recasting the wavelet coefficients from float to integer would truncate their

PROPRIETARY

© KT-Tech, Incorporated
55 10/30/98



representation,commonlycalled "quantization". The action would introduceinherenterror for

routines which would extract features from the wavelet coefficients for the purpose of

registration. KT-Tech correctedits algorithm to protectthe integrity of the float variablesuntil

theregistrationwascomplete,thenrecastingvariablesfor displayby Khoros.

In January1998,theamendedC codefor theLow-Low componentbasedalgorithmwas

releasedto J. LeMoigne,successfullyinterfacedwith the Khoros environment,and installed in

thetoolbox.

Registration using nonlinear wavelet compression and SVD tools.

By the end of the tenth quarter, KT-Tech, through J. Pinzon and J. Pierce had completed

the development of a second registration algorithm which used a nonlinear wavelet compression

and Singular Value Decomposition tools. The algorithm had been developed as a MatLab code

and had been validated using the testbed developed by J. LeMoigne for algorithms for the

registration toolbox. KT-Tech was engaged in two efforts at that time: casting this version of

the algorithm into C code and interfacing it with the Khoros environment, and developing the

second version of the algorithm which would utilize a Steerable Pyramid to achieve more robust

and more accurate results.

In November 1997, J. Pinzon presented the paper "Image Registration by Non-Linear

Wavelet Compression and Singular Value Decomposition" at the USRAJCESDIS Image

Registration Workshop, held at GSFC. The paper described the nonlinear wavelet based

algorithm and presented the results of the validation tests. Also, it outlined the developments for

the second version of the algorithm.

Because of budget cutbacks, in December 1997, KT-Tech decided it could no longer

support further development of any registration algorithm. In particular, when the paper "Image

registration by steered, nonlinear wavelet compression directed by neural nets and singular value

decomposition" was accepted for presentation at the AeroSense'98 conference in April 1998, the
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authorswere forcedto withdraw the paper. KT-Tech could not bearthe cost of preparingthe

documentandpresentingthepaper.

Rather,in December1997andJanuary1998,KT-Tech limited activity on this project to

codingthe algorithmin C. Becauseof schedulingproblemsandtaskrevisionsrequiredby the

budgetcutback for theregistrationtoolbox,J LeMoignerequestedthat KT-Techsubmitonly the

Low-Low componentalgorithm for the version 1.0 of the toolbox, and reservethe nonlinear

waveletalgorithmfor submissionto version2.0of thetoolbox.

III. Spectral Analysis Activity.

At the end of the tenth quarter KT-Tech, through the efforts of J. Pinzon, assisted by J.

Pierce, had developed proposals for activity in three areas related to classification and feature

extraction from spectral data. The work became the basis for two papers detailing a multi-scale

approach to spatially dependent spectral data. The abstract for the paper, "Robust spatial and

spectral feature extraction for multi-spectral and hyper-spectral imagery", was submitted to the

AeroSense98 conference in Orlando FA, in April 1998. The abstract for the paper "Robust

feature extraction for hyperspectral imagery using both spatial and spectral redundancies" was

submitted to the 7th JPL Airborne Earth Science Workshop in Pasadena CA, in January 1998.

During November 1997, KT-Tech continued to try to align its spectral analysis activity to

directly support ongoing activity at Code 935. In particular, KT-Tech addressed the problem of

how to distinguish explicitly the contexts in which approaches to classification using support

vectors would have advantages over approaches using principal components, and how the multi-

resolution tools of wavelets and HFBA would augment the classification using support vectors.

KT-Tech also prepared a summary of these ideas on HFBA which was sent to J. Garegnani and

R. Cromp for further consideration.

Because of budget cutbacks, in December 1997, the government program managers

decided they could no longer support further development of registration algorithms. KT-Tech
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negotiated with S. Ustin and the CSTARS lab, UC Davis, to assume partial support of this

effort, simply to keep it alive. As a consequence, when SPIE notified KT-Tech of the acceptance

of the abstract for the paper "Robust spatial and spectral feature extraction for multi-spectral and

hyper-spectral imagery", for the AeroSense'98 Conference in April 1998, KT-Tech released to

CSTARS the rights to complete the development of this work and present it at the conference.

Likewise the paper for the 7th JPL Earth Science Workshop was presented under the aegis of the

CSTARS lab in January 1998.

During the twelfth quarterly period, February 1, 1997 - April 30, 1998, KT-Tech,

Incorporated continued its activities for Code 935 in the area of the porting of the RAC, and

expanded the documentation on its contributions for the registration toolbox.

For the task of porting the RAC, during this quarter KT-Tech continued the porting of the

RAC database and management system to the SGI environment. KT-Tech also stress tested the

the completed RAC in the SUN UNIX environment, and prepared the final packing for its

release to the University of Kansas. KT-Tech also engaged in porting the latest version of the

RAC from the HP environment to the SUN UNIX environment.

In the area of registration, KT-Tech delivered its program documentation for the

registration algorithm based upon the low-low component of the linear wavelet decomposition of

the images under investigation, delivered a complete set of validation and performance tests for

the algorithm, and delivered the program documentation for the registration algorithm based

upon the nonlinear wavelet compression of images using singular value decomposition

techniques.

I. RAC Code Porting Activity

At the end of the eleventh quarter, KT-Tech, through the efforts of Renlan Liao, had

anticipated completing the port of this newer version of the ODI to the SUN UNIX environment,

completing the stress test of the RAC on the SUN, packing and releasing Sun-based RAC to the
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University of Kansas, porting the current version RAC to the SGI IRIX6.3, helping GST

personnel working on the next generation of RAC, which would use switch board

communicationprotocol, porting the next generationof RAC to the SUN Solaris operating

system,andportingthenextgenerationof RACto theSGIIRIX 6.3.

In FebruaryandMarch 1998,KT-Techadvancedits efforts to port the RAC from theHP

UNIX platform to SGI IRIX 6.3 operatingsystem, and to developthetestbedandprotocolsto

stresstestthe RAC in the SUN/UNIX environment. KT-Tech pressedto port a new versionof

ODI, theobject-orienteddatabasepartof RAC, to SunWorkstation,resolvingthedifferentways

HP-UNIX and SUNUNIX dealwith theNull pointer.KT-Tech continuedits work on the final

packingof RAC on SUN Workstationin preparationfor thereleaseof it to Kansas University

RAC center. The preparation included: modifying make files, modifying configuration files and

testing automatic installation scripts. KT-Tech also completed its efforts to develop the testbed

and protocols to stress test the RAC in the SUN/UNIX environment.

In April 1998, KT-Tech completed its stress test of the RAC in the SUN/UNIX

environment. Eleven real time satellite images from 5 AVHRR bands and assorted GIF images

were used in the test. The RAC was able to ingest, index and store the information.

Subsequently, tests to query the database, find the image produce and retrieve data product

orders proved successful.

Also in April 1998, KT-Tech was able to significantly advance its porting of the latest

version of the RAC from the HP environment to the SUN/UNIX environment. This version uses

Tcl 8.0 and Tk 8.0 for the interface and includes some other changes in each module.

II. Registration Activity

During the twelfth quarter KT-Tech, through the efforts of J. Pinzon and J. F. Pierce,

complemented its documentation of the two registration algorithms KT-Tech had delivered to the

Registration Working Group prior to and by the end of the eleventh quarter. In February 1998,

PROPRIETARY

© KT-Tech, Incorporated
59 10/30/98



KT-Tech delivered the program documentation for the registration algorithm based upon the

low-low component of the linear wavelet decomposition of the images under investigation. In

March 1998, KT-Tech delivered a complete set of validation and performance tests for the

algorithm.
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Contract Performance and Analysis of the Results Obtained During Year 4

During the thirteenth quarterly period, May 1, 1998 - July 31, 1998,

Incorporated continued its activities for Code 935 in the area of porting the

Applications Center (RAC) database and management system to the SGI environment.

KT-Tech,

Regional

During May 1998, KT-Tech ported the latest version of Regional Application Center

(RAC) from the HP to the SUN workstation environment. Working with the designer for each

module, KT-Tech modified the original code and Makefiles, so that the same code could work

both on the HP and the SUN systems. Modifications were made to the Makefiles following

modules: Gant, Curator, PSD, Ingest, Rcvi, and ODI 1.9.

Working with personnel from GST, KT-Tech also started to develop and test an

installation package which is user-friendly and grammar-proof. To fully test the installation

package, KT-Tech installed the new package on a clean Sun workstation, Badu, and ingested real

time satellite images (NOAA 12, NOAA 14 and GOES) into the system.

KT-Tech also worked out the environmental differences between HP UNIX and SUN

UNIX and addressed them in the install package.

Starting this quarter, KT-Tech began to maintain for each month an archive of the notes

which record the changes in the various modules of the RAC code that were required to enable

the porting to the various environments and the integration of the codes for the various systems.

For June 1998, the notes being placed in the log were those related to the modifications of the

Makefiles described above, those related to the port to the workstation Badu, and those related to

the modifications to accommodate the module ODI 1.9. These notes were meant to serve as a

source of reference for the formal effort to document the RAC program.
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In June1998,KT-Tech continuedwith its efforts to port the latestchangesof RAC from

theHP to theSUNworkstationenvironment. Working with the designerfor eachmodule,KT-

Tech continuedto modify changesin evolving codeand Makefiles asthey arose,so that the

samecodecouldwork bothon the HP andthe SUNsystems.During this month,modifications

for the SUNport weremadeto theMakefilesof the following modules:Gant,ODI, Ingest,and

in the ODI/RAC schema. Modifications were madealso in the Parserheaderto reflect the

migrationfrom C pointersto LISP elements.

KT-Tech also continuedto work out the environmentaldifferencesbetweenHP UNIX

andSUNUNIX. Changesin theenvironmentfor theSUNwereincluded in the .rvc env file.

In July 1998, work continued on porting revisionsof the RAC and on refining the

installationpackage,making it moreuser friendly. RenlanLiao beganorienting and training

Claudia M. Casteneda.During this period the porting processwasexplained,and a protocol

written explainingthe stepsfollowed andthe environmentunderwhich the work was done. It

wasdecidedthatKT-Techeffort shouldbedirectedtowardstheimplementationof thedispatcher

andto this endan initial meetingwith Dr. R. Banetook placeto give anoverviewof thesystem

as it was at thetime. Dr. Baneexplainedthe new designideasthat he had in mind and his

requirementsfor the languageto be usedin this implementation. From this meeting it was

agreedthat furtherwork with the CommonLisp Object System(CLOS)wasneeded. KT-Tech

prepareda basicplan to approachthesenew tasks. It wasdecidedthat therewould be at least

one weekly meetingwith Dr. Banewhererevisionof short term goals and discussionswould

takeplace.

During October1998,the programCOLLAGE, a domain independentplanningsystem

wasrunwith anexamplepreviouslywrittenby Dr. Amy Lansky.Thecoreof theprogramwould

run. However, its elementsbut like the GUI would not run becauseit was written in an old

versionof Tcl/Tk which was not compatible with the version installed on the computer being
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used. Therefore, KT-Tech, started focusing on ascertaining how the program worked in order to

be able to insert it into the RAC system.

The planner takes a set of specifications, e.g. facts, constraints, relations, bindings, and

resources, and generates a plan accordingly. Initially, KT-Tech had to find out the way in which

the specifications were read into the plan so that input files could be presented to the planner

directly.

KT-Tech also had to be able to articulate the existing elements in the PSD module with

the new one. These tasks were to be coordinated by Dr. Bane through a main weekly meeting

and secondary ones as needed.

PROPRIETARY

© KT-Tech, Incorporated
63 10/30/98



APPENDIX A

PROPRIETARY

© KT-Tech, Incorporated
64 10/3 0/9 8



RVC SOFTWARE

IMPROVEMENT

MODULE

REPORT

NASA CONTRACT NUMBER: NAS5-32893

FIRM NAME: KT-Tech, Incorporated

FIRM ADRESS: 9801 Greenbelt Road

Suite 314

Lanham, Maryland 20706

DELIVERY DATE: May 1, 1997



RVC Software Module Improvement Report

As a part of its contract deliverable with NASA, during the period March 3 - April

30, 1997, KT-Tech has started working on the RVC code porting from HP environment

to SUN UNIX. KT-Tech has started studying the system and its requirements and has

been in close contact with Government and GST personnel involved in the

implementation of the original system.

The RVC system includes four major modules:

1)Algorithm

2)Query Interface

3) Planner-Scheduler-Dispatcher(PSD)

4)Database

KT-Tech has finished porting of the Algorithm part and in the process of porting

the Query Interface. KT-Tech is still waiting for the tool packages necessary for porting

the PSD and Database part of the system.

1. ALGORITHM

This package was developed by Samir Chettri. It includes I 1 objects:

Veg__Index_avherr, Computes a Vegetation Index for a given scene on the

ground. Takes bands 1 and 2 of an AVHRR image and computes a "greenness

index" or a "vegetation index". High values of vegetation index indicate pixels

with high proportions of green biomass. The input files are unsigned short ints

and the output file is unsigned byte. Vegetation index is formed as:

VI = N/D, where

N = (AVHRR Channel 2 - AVHRR Channel 1)

D = (AVHRR Channel 2 + AVHRR Channel 1).

Pclouds_avhrr, Obtains a cloud mask for AVHRR images. Takes bands 1 and 4

of an AVHRR image, calibration files for both bands, navigation for the images;

user provided thresholds for albedo and temperature (band 1 is the visible channel
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and band 4 the infrared- therefore it is appropriate to use the terms albedo and

temperature respectively) and produces a cloud mask.

To get all the clouds in the image, the user may have to vary the thresholds.

This is due to the large variation in cloud top temperature and rcflectivity. In

addition, it is possible to have high reflectivity in parts of the image depending on

the positions of the sun with respect to the sensor ( this phenomenon is called sun

glint).

Pconvert_raw-mac_header: program to take raw file and convert to a Mac

header file as required by the RDC viewer

Wavelet, Computes the wavelet transform of an image. The wavelet transform in

one dimension takes a signal and filters it to produce a new output signal of the

same length as the input. The output signal consists of two parts. The first part

(in fact the first half) consists of the low pass filtered input signal and the second

part consists of the high pass filtered input signal. One can recursively pcrforn-_ the

same filtering operations on the low pass part ol" the data (i.e., the lirst half by

convention). Each recursion is a "level" in the wavelet transform with the first

filtering operations being level 1.

The filtering procedure may be extended to 2 dimensional signals (i.e,

input images). Much like the two dimensional Fourier Transform, the rows and

columns can be treated independently. What we now get is an output image (of

the same size as the original image) that is divided into four parts LL, HI., HH,

LH(clockwise from the upper left, by convention). Where LL= the original

image lowpass filtered in the horizontal and vertical directions; HL = highpass

filtered in horizontal, lowpass filtered in the vertical; HH = highpass filtered in

both directions; LH = lowpass filtered in horizontal, highpass in the vertical.

Again, we can recursively perform this operation on the LL image for as many

levels as the data will permit. What we get is a sequence of images representing

different frequency and spatial information in the image.

Snow_and_Ice, Obtains snow and ice regions in an image. Takes bands I and 2

of an AVHRR image and computes the snow and ice cover by creating three new
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imagebands.Theinputfilesareunsignedshortints andtheoutput filesare
unsignedbyte. Thealgorithmis describedbelow:

* OutputBand 1:4*AVHRR Band2-3*AVHRR Band 1

* OutputBand2: AVHRR Band2
* OutputBand3: AVHRR Band 1

Thecomputedbandsform theRGBchannelsof anew3 bandimage. This

algorithmwasprovidedbyBeneShafferwhocalledit "Albert Arkin's algorithm".

Pnn_random_select

Pkmeans

Pfire_avhrr

Phisto

Edge_detect

Io test.

This algorithm package was developed using a programming tool called Khoros

which is a software integration and development environment. It provides a rich, set of

programs for information processing, data exploration and data visualization.

Multidimensional data manipulation operators include pointwise arithmetic, statistic

calculations, data conversions, histograms, data organization, and size operator; image

processing routines and matrix manipulation are also provided. Interactive data

visualization programs include an image display & manipulation package, an animation

program, a 2D/3D plotting package, a colormap alteration tool, and an interactive

image/signal classification. In addition, 3D visualization capabilities are also offered; a

number of data processing routines for 3D visualization are provided, along with a

software rendering application. The Khoros operators are generalized, such that each can

solve problems in a variety of specific areas such as medical imaging, remote sensing,

process control, signal processing, and numerical analysis.

The goal of the Khoros software is to provide a complete application

development environment that redefines the software engineering process to include all

members of the project group, from the application end-user to the infrastructure

programmer. Khoros is a comprehensive system that may be viewed in different ways,

depending on your scientific needs and objectives.
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ForeveryKhorosobjectin Samir'spackage,KT-Techneedsto go throughthe

following steps:createobject,makeclean,makeklint, makeMakefile,make,make

install. Sinceit usesanin-housedevelopedlibrary "LiblDSO.a", KT-Techalsoneedto

port this library to Sunplatform. Followingchangesweremadeto insureits successful

compilationonSun:

I )IAblDSO._t/OrhitTools.husesanincludefile <sys/timers.h>,Sundoesnothavesuch

afile. After inspectionof thefunctionalityof this file, KT-Techdecidedto use <aime.h>

instead, and add "#define TimeOFDAY 1" in the same file.

2)Since tile byte order in HP and Sun are different, byte switching function swap was

used in many places. KT-Tech added (char *) in front of many variables to silence the

compiling warning message (see appendix 1).

3) In Tools.c, logf0 and expf() were used for floating point calculation. Those two

functions were defined in <math.h> on HP. On Sun, there is no function for floating

point. After close evaluation, KT-Tech decided to use log() and exp0.

2. RVC QUERY INTERFACE

RVC query interface is a Graphical user interface to the databa_. With this tool

you can find out what images are in the holdings by making a query based on constraining

any combination of the following attributes:

Platform-sensor-channel

Time

Bandwidth

Image content

Location.

After the appropriate constraints are selected, the query is submitted with a

button-push on the user interface's panel. If the query can be satisfied, the hits are

displaycd as marks on the map representing image centers for thosc itcms in thc holding

that match your query. Typically after this step you will "browse" through your hits. You

do this by selecting a few (or many, or all) of them, and push another button. At this

point, a thumbnail representation of each granule in your selection is displayed inside a
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newwindow. Now youcandecideif youwant to orderaparticularproductrelatedto this

image. Productseitheralreadyexist,or aregeneratedby runninganyof theavailable

programsapplicableto yourchosenimage. In eithercase,youarepresentedwith achoice

iL-oma menuassociatedwith tile image. After youcompleteyou_choice,thepzoduct
generationwill be initiatedasynchronouslyby thesystemto theserver. You will

automaticallyreceiveane-mailwith informationonhowyoucanretrieveyour requested
productswhenyour requesthasbeencompleted.

TheQueryinterfacewasdevelopedusingTcl andTk. Tel is actuallytwo things:

a languageandalibrary. First,Tcl is a simpletextuallanguage,intendedprimarily for
issuingcommandsto interactiveprogramssuchastexteditors,debuggers,illustrators,
andshells. It hasasimplesyntaxandis alsoprogrammable,soTcl userscanwrite

commandproceduresto providemorepowerfulcommandsthanthosein thebuilt-in set.

Second,Tcl is a library packagethatcanbeembeddedin applicationprograms.

TheTel libraryconsistsof aparserfor theTcl language,routinesto implementtheTcl

built-in commands,andproceduresthatalloweachapplicationto extendTcl with

additionalcommandsspecificto thatapplication.TheapplicationprogramgeneratesTel

commandsandpassesthemto theTcl parserfor execution.Commandsmaybegenerated

by readingcharactersfrom an inputsource,or by associatingcommandstringswith

elementsof theapplication'suserinterface,suchasmenuentries,buttons,or keystrokes.

WhentheTcl library receivescommands,it parsesthemintocomponentfields and

executesbuilt-in commandsdirectly. Forcommandsimplementedby theapplication,Tcl

callsbackto theapplicationto executethecommands.In manycases,commandswill

invokerecursiveinvocationsof theTcl interpreterby passingonadditionalstringsto
execute.

An applicationprogramgainsseveraladvantagesby usingTcl for its command
language.FirstTcl providesastandardsyntax:onceusersknowTel, theywill beableto

issuecommandseasilyto anyTcl-basedapplication.Second,Tcl provides

programmability.All aTcl applicationneedsto do is to implementa few application-

specificprogramminginterfacesfor buildingupcomplexcommandprocedures.By using
Tel, applicationsneednotre-implementthesefeatures.Third, extensionsto Tcl, suchas

theTk toolkit, providemechanismsfor communicatingbetweenapplicationsby sending

Tcl commandsbackandforth. ThecommonTcl languageframeworkmakesit easierfor
applicationsto communicatewith oneanother.
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NotethatTcl wasdesignedwith thephilosophythatoneshouldactuallyusetwo
or morelanguageswhendesigninglargesoftwaresystems.Onefor manipulating
complexinternaldatastructures,or whereperformanceis key,andanothersuchasTel,

flu wriling sm:dlishscriplsthai lie I('Jgt'l[ICl" Iht" olht'r"pit'cOs, pr(widin_3 lu,_ks ft, the LINt'l

to extend.

Tk is an extension to Tcl which provides the programmer with an interface to the

XI 1 windowing system.

To ease the process of porting this interface, Query interface's designer and

developer George Fekete decided to use a Project Revision Control System called PRCS.

PRCS is the front end to a set of tools that like CVS and provides a way to deal with sets

of files and directories as an entity, preserving coherent versions of the entire set. Its

purpose is similar to that of SCCS, RCS, and CVS, but (according to its authors, at least),

it is much simpler than any of those systems.

To prepare for installation of PRCS-1.1. I, KT-Tech has downloaded and installed

following packages on its SUN at CODE 935:

0)gdb-4.16: The GNU Debugger. the purpose of a debugger such as GDB is to allow you

to see what is going on "inside" another program while it executes-or what another

program was doing at the moment it crashed. You can use GDB to debug programs

written in C, C++, and Modula-2.

I )gcc-2.7.2: GNU project C and C++ compiler. The C and C++ compilers arc integrated.

Both of them process input files through one or more of four stages: preprocessing,

compilation, assembly and linking.

2)iibg++-2.7.2: the GNU C++ library, libg++ is an attempt to provide a variety of C++

programming tools and other support to GNU C++ programmers, libg++ is not intended

to be an exact clone of libc from AT&T. For one, libg++ contains bits of code that

depend on special features of GNU g++ that are either different or lacking in the AT&T

version, including slightly different inlining and overloading strategies, dynamic local

arrays, etc. All of these differences are minor. The library is designed to be compatible

with any 2.0 C++ compiler.
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3)texinfo-3.9:GNU's hypertextsystem.The GNU project has a hypertext system called

Info which allows the same source file to be either printed as a paper manual, or viewed

using info. It is possible to use the info program from inside Emacs, or to use the stand-

alone version.

4)make-3.75 (gnu): a utility that automatically determines which pieces of a large

plogram nccd to bc rccompilcd and issues commands to rccompilc them. You nccd a file

called "makefile" to tell make what to do. Most often, the makefile tells "make" how to

compile and link and program.

5)lex-7.0: ;i lypesetting system: it was cspeci;dly designed I_ handle c_mlplex

mathematics, as well as most ordinary text typesetting. Tex is a batch language, like C or

Pascal and not an interactive "word processor": you compile a Tex input file into a

corresponding device-independent (DVI) file (and then translate the DVI file to the

commands for a particular output device), this approach has both considerable

disadvantages and advantages.

6)emacs-19.34: an extensible, customizable, self-documenting real-time display editor. It

provides facilities that go beyond simple insertion and deletion: controlling subprocesses;

automatic indentation of programs; viewing two or more files at once; editing formatted

text; and dealing in terms of characters, words, lines, sentences, paragraphs and pages, as

well as expressions and comments in several different programming languages.

7)autoconf-2.12: a tool for producing shell scripts that automatically configure software

source code packages to adapt to many kinds of UNIX-like systems, The configuration

scripts produced by Autoconf are independent of Autoconf when they are run, so their

users do not need to have Autoconf.

8)m4-1.4: an implementation of the traditional UNIX macro processor. It is mostly

SVR4 compatible, although it has some extensions (for example, handling more than 9

positional parameters to macros). "m4" also has built-in functions for including files,

running shell commands, doing arithmetic, etc.

KT-Tech has downloaded and installed on its SUN workstation at Code 935

Tc17.6 and Tk4.2 and made the necessary changes to ensure that they ran without any
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problemson thatplatform. KT-Techhasalsostartedportingof RVC Interfacefrom HP

to SUN.Thefollowing changeshavebeenmade:

I) In theMakefile, add"/usr/openwin/include"in frontof <Xl l//XLib.h>

2) OnHP,stringcomparefunction"strcmp(*S1,*$2)" returnsNULL whenstringS1
equalsto string$2. On SUN, thesamefunctionreturns0 whenSI equalsto $2. Soin

/extensions/Tree.c, line 310, 314, 318, 325, "strcmp(*S 1, *$2) == NULL" were changed

to "strcmp(*S I, *$2)== 0"

3)In/extension/gyHierbox.c, line 1555, "(Tcl_FreeProc *) was inserted in front of the

function name Tcl_eventuallyFree0.

4)On HP platform, constant MAXINT is defined in <ctype.h> ; on SUN, it is defined in

<values.h>. KT-Tech added the line "#include <value.h>" in/regions/chull.c.

5)In/communication/hush.c, it uses system variable Idnumber to create hush table. On

HP platform, ldnumber is defined in/sys/utsname.h, structure utsname. SUN also defines

structure utsname in/sys/utsname.h, but the structure does not have a member called

"ldnumber". After close investigation, KT-Tech decided to use a system call

"gethostid0", which is defined in <sys/unistd.h>.

6) Since tile RVC interlace uses a Tel Extended library, KT-Tcch has downloaded and

installed tclX7.6.0 on its SUN workstation at Code 935.

SCHEDULER, PLANNER AND DISPATCHER

This part of the package provides a planner/scheduler/dispatcher capability to

handle: disk space management for data ingest, basic browse product generation and

menu-driven product generation.

It was developed using Allegro Common Lisp which was ordered in March

1997. KT-Tech is still waiting for its arrival before the porting process can start.

Meanwhile, KT-Tech has done some preparation work for the porting of this part of the

system.
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To insureasmoothprocessof portingSPDto SUNplatform, SPD'sdesignerand

developerDr. BobBanedecidedto usea versioncontrolsystemcalled'X2VS". Using it,
youcanrecordthehistoryof your sourcefiles. For example,bugssometimescreepin

whensoftwareis modified,andyoumightnotdetectthebug until a long timeafteryou

makethemodification. With CVS,youcaneasily retrieveold versionsto seeexactly

whichchangecausedthebug.

CVSalsohelpsyou if youarepartof agroupof peopleworkingon thesame

project. It isall tooeasyto overwriteeachothers'changesunlessyouareextremely
careful. Someeditors,like GNUemacs,try to makesurethatthesamefile is never

modifiedby two peopleatthesametime. Unfortunately,if someoneis usinganother

editor,thatsafeguardwill notwork. CVS solvesthisproblemby insulatingthedifferent

developersfrom eachother. Everydeveloperworks in hisown directoryandCVS

mergestheworkwheneachdeveloperisdone.

KT-Tech alsodownloadedandinstalledCVS-1.9,RCS5.7andDiffutil on its

SUNworkstationin Code935.RCSis asystemfor versioncontrol;Diffutil is a utility

thatwill displayline-by-linedifferencesbetweenpairsof text files.

DATABASE

The primary persislcnt dala slorage area fl_r ihc cnlire RVC system. II is also

used as an index mechanism to all data stored in the RVC and support rapid search of that

data. It also serves as a persistent storage for curator policy decision, algorithm

representation, and resource descriptions.

This package was developed using ObjectStore. Object Design's ObjectStore

product family leads the object-oriented database industry in deployments, performance,

service and quality. It is a complete data management solution for developers of

dynamic, intcractivc, high-performance applications for the Web and other distributed

computing environments. The latest version ObjectStore5.0 provides an interface to Java

which allows you to create Java applications that store application objects in its high

performance, high-availability multi-user ODBMS; your Java applications can also

access C++ objects stored in the database. It has replication capabilities that

automatically distribute copies of your ObjectStore data to remote machines, in real-time,
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sothateverybodyhasfast,localaccesstoObjectStoredata,no matterhow geographically
dispersedtheyare.

TheoriginalObjectStoreonly worksonHPplatform. Sinceversion4.0, it also

worksonUNIX platform. An orderfor version4.0wasplacedin March97, KT-Techis

still waiting for it to arrivebeforeit canstarttheportingprocess.

This partof thepackagealsousea librarycalled Tools.h++:for Sunfrom

Roguewave.It providesa coupleof classesusedin thedatabasesuchasdate,time and

stringmanipulationfunctions.KT-Techneedsto useobjcctstorccompiler thatcomes
witll Sun for t)ortilig the package. Somc of the C++ code, makcfilc arid C code al.,,o

needs to be modified to run on Sun. KT-Tech also needs to resolve the compiler to

compiler issue for this part of the package.
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APPENDIX

GVARTools.c: swab((char *)&bHeader[i].WordCount, (char *)&tmpShort, 2);

GVARTools.c: swab((char *)&bHeader[i].ProdlD, (char *)&tmpShort, 2);

GVARTools.c: swab(&alnfo->Information[6014], (char*)&aSounder-

>Detector.AScanLine, 2);

GVARTools.c: swab(&alnfo->lnformation[6016], (char*)&aSounder-

>Dctcctor.BScanLine, 2);

GVARTools.c: swab(&alnfo->Information[6018], (char *)&aSounder-

>Detector.CScanLine, 2);

GVARTools.c: swab(&alnfo->Information[6020], (char*)&aSounder-

>Detector.DScanLine, 2);

GVARTools.c: swab(&alnfo->Information[6022], (char *)aSounder-

>Detector.PixelNumber, 11 * 2);

GVARTools.c: swab(&alnfo->Information[6368], (char*)aSounder-

>Detector.Channel, 11 *4* 19 * 2);

swab(&alnfo->Information[64], (char *)&aNLUT->DctcctorXCount,GVARTools.c:

2);

GVARTools.c:

2);

GVARTools.c:

swab(&alnfo->Information[68], (char *)&',d'qLUT->DetectorYCount,

swab(&alnfo->Information[74], (char *)&aNLUT->A[0], aNLUT-

>DetectorXCount);

GVARTools.c: swab(&aInfo->Information[74], (char *)&aNLUT->A[3983],

aNLUT->DetectorXCount);

GVARTools.c: swab(&aInfo->Information[74], (char *)&aNLUT->A[7966],

aNLUT->DetectorXCount);

GVARTools.c: swab(&aInfo->Information[526], (char *)&aNLUT->B[0], aNLUT-

>DetectorYCount);

GVARTools.c: swab(&alnfo->Information{74], (char *)&aNLUT->B[3757],

aNLUT->DetectorXCount);

GVARTools.c: swab(&aInfo->Information[74], (char *)&aNLUT->B[7740],

aNLUT->DetectorXCount);

GVARTools.c: swab(&aInfo->lnformation[978], (char *)&aNLUT->C[0], aNLUT-

>DctectorYCount);GVARTools.c: swab(&alnfo->lnlormation1741, (char

*)&aNLUT->C[3531 ], aNLUT->DetectorXCount);

GVARTools.c: swab(&alnfo->Information[74], (char *)&aNLUT->C[7514],

aNLUT->DetectorXCount);

GVARTools.c: swab(&alnfo->Information[ 1430], (char *)&aNLUT->D[0],

aNLUT->DetectorYCount);

GVARTools.c: swab(&alnfo->Information[74], (char *)&aNLUT->D[3305],

aNLUT->DetectorXCount);

GVARTools.c: swab(&alnfo->Information[74], (char *)&aNLUT->D[7288],

aNLUT->DetectorXCount);

GVARTools.c: swab(&Info[0], (char *)aData->RawWord, 250*2);

GVARTools.c: swab(&Info[500], (char *)aData->StatusWord, 2 * 2);



GVARTools.c: swab(&alnfo->Information[DetectorStart+32], (char*)aDetector-

>shortData, aDetector->Documentation.LPIXLS*2);

GVARTools.c:

OrbitTools.c:

RipTools.c:

RipTools.c:
SEATools.c:

SEATools.c:

swab((char *)&tempShort I, (char *)&tempShort2, sizeof(short));

swab((char *)Buff2, (char *)Buff, 12);

swab(Buff, (char *)aScan.ID, 194);

swab(RawSwab, Raw, RawSize);

swab((char *)PNCnt, (char *)PNCnt, 2);

swab((char *)PNErr, (char *)PNErr, 2);



REPORT DOCUMENTATION PAGE For,.Approved
OMB NO. 0704-0188

Public reportingburden for this collection of informationis estimated lo average I hour per response, includingthe time for reviewing instructions, searchingexisting data sources,
gathering and maintainingthe data needed, and completingand reviewing the collectionof information. Send comments regarding this burden estimate or any other aspect of this
collection of information,includingsuggestionsfor reducingthis burden, to WashingtonHeadquarters Services, Directorate for Information Operations and Reports, 1215 Jefferson
Davis Highway, Suite 1204, Arlington, VA 22202-4302, and to the Office of Management and Budget, Paperwork ReductionProject (0704-0188), Washington, DC 20503.

1. AGENCY USE ONLY (Leave b/ank) 2. REPORT DATE 3. REPORT TYPE AND DATES COVERED

November 1998 Contractor Report
4. TITLE AND SUBTITLE 5. FUNDING NUMBERS

Research to Support Intelligent Data Management NAS5-32893

(Final Report)

6. AUTHOR(S)

Dr. Bao-Ting Lerner

7. PERFORMING ORGANIZATION NAME(S) AND ADDRESS (ES)

KT-TECH, Inc.

9801 Greenbelt Road, Suite 314

Lanham, MD 20706

9. SPONSORING / MONITORING AGENCY NAME(S) AND ADDRESS (ES)

National Aeronautics and Space Administration

Washington, DC 20546-0001

8. PEFORMING ORGANIZATION
REPORT NUMBER

10. SPONSORING I MONITORING
AGENCY REPORT NUMBER

NAS A/CR- 1999-209464

11. SUPPLEMENTARY NOTES

COTR: William Campbell and Jerry Garegnani

12b. DISTRIBUTION CODE12a. DISTRIBUTION I AVAILABILITY STATEMENT

Unclassified-Unlimited

Subject Category: 43

Report available from the NASA Center for AeroSpace Information,

7121 Standard Drive, Hanover, MD 21076-1320. (301) 621-0390.

13. ABSTRACT (Maximum 200 words)

This final report details the contract performance and analysis of research and development results obtained

during the contract period. KT-TECH's research and development work results in the areas of registration of

remotely sensed data and the test evaluation and porting of the Regional Validation Center software system, are

presented.

14. SUBJECT TERMS

Registriation, Compression, Regional Validation Center (RVC), Image Processing,

Image Registration

17. SECURITY CLASSIFICATION

OF REPORT

Unclassified

NSN 7540-01-280-5500

18. SECURITY CLASSIFICATION
OF THIS PAGE

Unclassified

19. SECURITY CLASSIFICATION

OF ABSTRACT

Unclassified

15. NUMBER OF PAGES

79
16. PRICE CODE

20. LIMITATION OF ABSTRACT

UL

Standard Form 298 (Rev. 2-89)




